
Form 3160-3 FORM APPROVED
(August 1999) OMB No. 1004-0136

UNITED STATES Expires November 30, 2000

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-0582

APPLICATIONFORPERMITTODRILLORREENTER y
if dian,UA ottee at Tribe Name

la Type of Work: DRILL REENTER
7. If Unit or CA Agreement, Name and No.

NATURAL BUTTES UNIT
8. Lease Name and Well No.

b. Type of Well: 00 Wel Gas Well Other Single Zone Muhiple Zone NBU 920-27F
2. Name of Operator 9. API Well No.

WESTPORT OIL & GAS COMPANY L.P. O - 31 90
3A. Address 3b. Phone No (include area code) 10. Field and Pool, or Exploratory

1368 SOUTH 1200 EAST VERNAL, UT 84078 (435) 781-7024 NATURAL BUTTES
4. Location of Well (Repori location clearly and in accordance with any State requirements.*) 11 Ai i 11. Sec., T., R., M., or Blk, and Survey or Area

At surface SENW 1888'FNL, 2014'FWL LOT 4 ld/f'7/ X
At proposed prod. Zone < (jZ4990 SECTION 27-T9S-R20E
14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State
7.05 MILES SOUTHEAST OF OURAY, UTAH UINTAH UTAH

15. Distance trom proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well
location to nearest
property or lease line, ft. $ÛÛÊ
(Also to nearest drig. unit une,if any) 1433.57 40.00

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, dnliing, completed, REFER TO
applied for, on this lease, ft TOPo c 10,300' CO-1203

2L Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration
4816'GL UPON APPROVAL TO BE DETERMINED

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

L Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2 A Drilling Plan. Item 20 above)

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be Gled with the appropriate Forest Service Office. 6. Such other site specific information and/or plans as may be required by the
aueihorized office.

' Date

2/28/2006

SEGULATORY T
A roved y i n e Name (Printed/Typed) Date

RRADIFY A Hil I · S'¯T
Title OfficeENVIRONMENTALMANAGER

Application approval does not warrant or certify that the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct

operations thereon
Conditions of approval, ifany, are attached.

Title 18 U.S.C. Section 1001and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
*(Instructions on reverse)

Federal
Approvalofthis

Actionis



Kerr--McGee Oil & Gas Onshore LPT9S R20E S.L.B.&M.' ' Wel\ location, NBU #920-27F, located as
shown in the SE 1/4 NW 1/4 (Lot 4) of

SB90J'14"W - 2674.83' (Meas.) SB970'46"W - 2675.42' (Meos.) n Section 27, T9S, R20E, S.L.B.&M. Uintah
1968 Bross Cop, 1968 Bross Cop. 0.8' Ount y, Ut a h.

1968 Bross Cop- 0.9' High, P//e of High, Tribo/ Cop, Set
E/ush W/Top of Stones Stone, Pile of Stones,
Ground, Pile of Eence Corner BASIS OF ELEVATION
Stones

TWO WATER TRIANGULATION STATION LOCATED IN THE
Lot J Lot 2 Lot 7

NW 1/4 OF SECTION 1, T10S, R21E, S.L.B.&M. TAKEN
FROM THE BIG PACK MTN NE, QUADRANGLE,UTAH,
UINTAH COUNTY, 7.5 MINUTEQUAD. (TOPOGRAPHIC
MAP) PUBLISHED BY THE UNITED STATES DEPARTMENT
OF THE INTERIOR, GEOLOGlCAL SURVEY. SAID ELEVATION
IS MARKED AS BEING 5238 FEET.

NBU f920-27F
2014' Ì Dev. Ungraded Ground = 4816'

Lot 4 Lot 5 Lot 6

True Corner 1968 Bross Cop,
0.3' High, Set Morked

62.70' (G.L.O.) Stone, N-S Fenceline
wc.
1968 Bross Cop,
0.4' High, Rile of
stones e o

o o - o
LO O

SCALE
CERTIFLCATE

THIS IS TO CERTIFY THAT THE AQOyE PLAT WAS PREPARED ADM
FIELD NOTES OF ACTUALSURVE ADE BY E 0À1JÑDEF
SUPERVISIONAND THAT THE S E NIE T Drc RRE;CTyT4 THE
BEST OF MY KNOWLEDGEAND lÍË

1968 Brass Cop, 1968 Br¤ss Cop,
RR

G
O.6' High, Pile of 0.3 High, Pile of 1968 Brass CoA STATE OF UTA
Stones Stones 0.J' High, P//e of

i k l i tones
NB952'J3"W - 2671.98' (Meos.) NB9°51'JJ"W

- 267168' (Meas.)
UINTAH ENGINEERING & LAND SURVEYING

BAS\S OF BEARINGS 85 SOUTH 200 EAST - VERNAL, UTAH 84078
LEGEND BASIS OF BEARINGS IS A G.P.S. OBSERVATION· (435) 789-1017

= 90 SYMBOL (NAD 83) SCALE DATE SURVEYED: DATE DRAWN:

O LATITUDE = 40'00'29.68" (40.008244) 1" = 1000' 12-16-05 1-10-Cl6
= PROPOSED WELLHEAD.

LONGITUDE=
109°39'17.42" (109.654839) PARTY REFERENCES

A = SECTION CORNERS LOCATED- (NAD 27) D.K. L.K. K.G. G.L.O. PLAT

$ = SECTION CORNERS RE-ESTABLISHED LATITUDE =
40°00'29.81" (40.008281) WEATHER FlLE

(Not Set On Ground) LONGITUDE= 109°39'14.93" (109.654147) COLD Kerr-McGee Oil & Gas Onshore



NBU 920-27F
SENW SEC 27-T9S-R20E

UINTAH COUNTY, UTAH
LEASE NUMBER: UTU-0582

ONSHORE ORDER NO. 1
WESTPORT OIL & GAS COMPANY

DRILLING PROGRAM

1. Estimated Tops of Important Geologic Markers:

Formation Depth

Green River 1900'
Wasatch 5275'
Mesaverde 8250'
Total Depth 10,300'

2. Estimated Depths of Anticipated Water, Oil, Gas, or Mineral Formations:

Substance Formation Depth

Green River 1900'
Gas Wasatch 5275'
Gas Mesaverde 8250'
Water N/A
Other Minerals N/A

3. Pressure Control Equipment:

Please see the Natural Buttes Unit Standard Operating Procedure (SOP).

4. Proposed Casing & Cementing Program:

Please see the Natural Buttes Unit SOP.

Please refer to the attached Drilling Program.

5. Drilling Fluids Program:

Please see the Natural Buttes Unit SOP.

6. Evaluation Program:

Please see the Natural Buttes Unit



7. Abnormal Conditions:

Maximum anticipated bottomhole pressure at 10,300' TD approximately equals 6,386 psi (calculated
at 0.62 psi/foot).

Maximum anticipated surface pressure equals approximately 4,120 psi (bottomhole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

8. Anticipated Starting Dates & Notification of Operations:

Please see the Natural Buttes Unit SOP.

9. Variances:

Please see the Natural Buttes Unit SOP.

10. Other Information:

Please see the Natural Buttes Unit



KERR-McGEE O1L& GAS ONSHORE LPKerrAtGee DRILLINGPROGRAM
COMPANY NAME KERR-McGEE OIL & GAS ONSHORE LP DATE February 28, 2006

WELL NAME NBU 920-27F TD 10,300' MD/TVD

F1ELD Natural Buttes COUNTY Uintah STATE Utah ELEVATION 4,816' GL KB 4,831'
SURFACE LOCATION SENW LOT 4 SECTION 27-T9S-R20E 1888'FNL & 2014'FWL BHL Straight Hofe

Latitude: 40.008244 Longitude: 109.654839
OBJECTIVE ZONE(S) Wasatch/Mesaverde

ADDITIONAL INFO Regulatory Agencies: BLM MINERALS,TRIBAL SURFACE, UDOGM, Tri-County Health Dept

e e •

40' 14"

12-1/4" 9-5/8", 32.3#, H-40, STC A r mist
'*For wells w/ surf esg set below 2300

app 10)ts of 36# Ji-5 wn] be run on bottom

I

Catch water sample, if possible,
from 0 to 5,275'

Green River @ 1,900
Preset f/ GL @

2800 MD
Note: 12.25" surface hole willusually
be drilled ±400' below the lost
circulation zone (aka bird's nest)
Drilled depth may be ±200' of the
estimated set depth depending on the
acutal depth of the loss zone.

Water Fresh

Mud logging program TBD Water Mud

Ope i hole logging program fl TD - surf csg 7-7/8" 4-1/2",11.6#, I-80 or 8.3-12.7 ppg
equivalent LTC casing

Wasatch @ 5,275'

Mverde @ 8,250'

Max anticipated
Mud required

TD @ 10,300' 12.7 ppg

-' omin



KERR-McGEE OIL & GAS ONSHORE LP
DRll.J..ING PROGRAM

CASfNG PROGRAM

CONDUCTOR 14" 040'
2270 1370 254000

SURFACE 9-5/8" o to 2400 32.30 H40 STC 0.50'****** 1.22 3.21

3520 2020 564000
9-5/8" 2400 to 2800 36.00 J-55 STC 1Ã1 ***** 1.54 7.12

10690 7560 279000
PRODUCTION 4-1/2" 0 to 10300 11.60 l-80 LTC 2 36 1.11 2.68

1} Max Anticipated Surf. Press.(MASP) (Surface Casing) = (Pore Pressure at next csg point-(0.22 psilft-partial evac gradient x TVD of nexl csg point)

2) MASP (Prod Casing) = Pore Pressure at TO -(.22psilft-par1ialevac gradient x TD)

(Burst Assumptions: TD = 12.7 ppg) .22 psilft = gradient for partially evac wellbore

(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: Air Weight of Casing*Buoy.Fact. of water)

MASP 4536 psi
********* Burst SF is low but csg is stronger than formation at 2800 feet
********* EMW@ 2800 for 2270# is 15 6 ppg or 0.8 psilft
CEMENT PROGRAM

SURFACE LEAD 500 Premium cmt + 2% CaCI 215 60% 15.60 1.18

Option 1 + .25 pps flocele

TDP OUT CMT (1) 250 20 gals sodium silicale + Premium cmt 100 15.60 1.18
+ 2% CaCI + .25 pps flocele

TOP QUT CMT (2) as required Premium cmt + 2% CaC1 as req. 15.60 1.18

SURFACE NOTE: Ifwell will circulate water to surface, option 2 will be utilized

Option 2 LEAD 2000 Prem cmt + 16% Gel + 10 pps gilsonite 230 35% 11.00 3.82

+.25 pps Flocele + 3% salt BWOC
TAIL 500 Premium cmt + 2% CaCI 180 35% 15.60 1.18

+ .25 pps flocele
Top ouT cMT as required Premium emt + 2% CaCi as req 15.60 1,18

PRODUCTION LEAo 4,770' Premium Lite II + 3% KCI + 0.25 pps 520 60% 11.00 3.38

cellofiake + 5 pps gilsonite + 10% gel
+ 0.5% extender

TAIL 5,530' 50/50 Poz/G + 10% salt + 2% gel 1550 60% 14.30 1.31
+.1% R-3

*Substitute caliper hole volume plus 0% excess for LEADif accurate caliper is obtained
*Substitute caliper hole volume plus 10% excess for TAILifaccurate caliper is obtained

PLOAI E.2UlPMENT& CENTRALllERS

SURFACE Guide shoe, 1 jt, insert float. Centralize first 3 joints with bow spring
centralizers. Thread lock guide shoe.

PRODUCTION Float shoe, 1 jt, float collar. Centralize first 3 joints &every thirdjoint to top of tail cement with bow

spring centralizers.

ADDITIONALINFORMATION

Test casing head to 750 psi after installing. Test surface casing to 1,500 psi prior to drilling out.

BOPE: 11" SM with one annular and 2 rams. Test to 5,000 psi (annular to 2,500 psi) prior to drilling out Record on chart recorder &

tour sheet. Function test rams on each trip. Maintain safety valve & inside BOP on rig floor at all times. Kelly to be equipped with upper

& lower kelly valves.

Drop Totco surveys ever/ 2000'. Maximum allowable hole angle is 5 degrees.

Most rigs have PVT Systems for mud monitoring if no PVT is available, visual monitoring will be utilized.

DRILLING ENGINEER: DATE:

Brad Laney
DRILLING SUPERINTENDENT:



5M BOP STACKand CHOKEMANIFOLDSYSTEM

DRILLING NIPPLE

FLOW LINE

FILLUP LIN£

HYDRIL

PJP£ RAMS

BLIND RAMS CHDK£ LIN£
3" MIN

(2 KILL LINE VALVES AND
A CHECK

VALVE-2¯
MIN.)

D LLOING

REMOTELY DPERATED CHOKE

MOTELY OP£RAT£D VALV£

SEQUENCE OPTIONAL

B.7USTABLE o
CHOKE



NBU 920-27F
SENW SEC 27-T9S-R20E

UINTAH COUNTY, UTAH
LEASE NUMBER: UTU-0582

ONSHORE ORDER NO. I

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. Existing Roads:

Refer to Topo Map A for directions to the location.

Refer to Topo Maps A and B for location of access roads within a 2-mile radius.

2. Planned Access Roads:

Please see the Natural Buttes Unit Standard Operating Procedure (SOP).

Approximately 0.1 +/- Miles of proposed access road. Refer to Topo Map B.

Approximately 0.15 +/- Miles of Re-Habed road needs upgraded. Refer to Topo Map B.

3. Location of Existing Wells Within a 1-Mile Radius:

Please refer to Topo Map C.

4. Location of Existing & Proposed Facilities:

Please see the Natural Buttes Unit SOP.

Refer to Topo Map D for the location of the proposed pipeline.

All facilitieswill be painted within six months of installation. Facilities required to comply with the
Occupational Safety and Health Act (OSHA) will be excluded. The requested color is Carlsbad
Canyon (2.5Y 6/2), a non-reflective earthtone.

5. Location and Type of Water Supply:

Please see the Natural Buttes Unit SOP.

6. Source of Construction Materials:

Please see the Natural Buttes Unit SOP.

7. Methods of Handling Waste Materials:

Please see the Natural Buttes Unit SOP.

Any produced water fPomthe proposed well will be contained in a water tank and will then be hauled
by truck to one of the pre-approved disposal sites: RNT, Sec 5-T9S-R22E, NBU #159, Sec



NBU 920-27F Surface Use & Operations Plan Page 2

R2]E, Ace OilfieldSec 2-T6S-R20E, MC & MC Sec 12-T6S-Rl9E,. (Requests in lieu offiling Form
3160-5 after initial production).

8. Ancillary Facilities:

Please see the Natural Buttes Unit SOP.

9. Well Site Layout: (See Location Layout Diagram)

The attached Location Layout Diagram describes drill pad cross-sections, cuts and fills, and locations
of the mud tanks, reserve pit, flare pit, pipe racks, trailer parking, spoil dirt stockpile(s), and surface
material stockpile(s).

Culvert(s) will be installed if needed.

A run off diversion for drainage will be constructed as needed.

Please see the attached diagram to describe rig orientation, parking areas, and access roads.

The reserve pit will be lined. When the reserve pit is closed, the pit liner will be buried below plow
depth.

Location size may change prior to the drilling of the well due to the current rig availability. If the
proposed location is not large enough to accommodate the drilling rig. The location will be re-
surveyed and a form 3160-5 will be submitted.

10. Plans for Reclamation of the Surface:

Please see the Natural Buttes Unit SOP.

11. Surface Ownership:

Ute Indian Tribe
P.O. Box 70
Fort Duchesne, Utah 84026
(435)-722-5141

12. Other Information:

A Class III archaeological survey has been conducted for this location and submitted to the Ute Indian
Tribe prior to the on-site.

This location is not within 460' from the boundary of the Natural Buttes Unit, nor is it within 460' of
any non-conanitted tract lying within the boundaries of the



NBU 920-27F Surface Use & Operations Plan Page 3

13. Lessee's or Operators's Representative & Certification:

Sheila Upchego Randy Bayne
Regulatory Analyst Drilling Manager
Kerr-McGee Oil & Gas Onshore LP Kerr-McGee Oil & Cas Onshore LP
1368 South 1200 East 1368 South 1200 East
Vernal, UT 84078 Vernal, UT 84078
(435) 781-7024 (435) 781-7018

Certification: All lease and/or unit operations will be conducted in such a manner that full compliance
is made with all applicable laws, regulations, Onshore Oil and Gas Orders, the approved Plan of
Operations, and any applicable Notice to Lessees.

The Operator will be fully responsible for the actions of its subcontractors. A complete copy of the
approved "Application for Permit to Drill" will be furnished to the field representative(s) to ensure
compliance and shall be on location during all construction and drilling operations.

Kerr-McGee Oil & Gas Onshore LP is considered to be the operator of the subject well. Kerr-McGee
Oil & Gas Onshore LP agrees to be responsible under terms and conditions of the lease for the
operations conducted Upon leased lands.

Bond coverage pursuant to 43 CFR 3104 for lease activities is being provided by Kerr-McGee Oil &
Gas Onshore LP Bond #N-2115, BLM Nationwide Bond # CO-1203, and BIA Nationwide Bond #
RLB0005239.

I hereby certify that I, or persons under my supervision, have inspected the proposed drill site and
access route, that I am familiar with the conditions that currently exist; that the statements made in this
plan are, to the best of my knowledge, true and correct; and the work associated with the operations
proposed herein will be performed by the Operator, its contractors, and subcontractors in conformity
with this plan and the terms and conditions under which it is approved.

02/28/2006
eila Upchego



Kerr-McGee Oil & Gas Onshore LP

NBU #920-27F
SECTION 27, T9S, R20E, S.L.B.&M.

PROCEED IN A WESTERLY DIRECTION FROM VERNAL, UTAH ALONG U.S.
HIGHWAY 40 APPROXIMATELY 14.0 MILES TO THE JUNCTION OF STATE
HIGHWAY 88; TURN LEFT AND PROCEED IN A SOUTHERLY DIRECTION
APPROXIMATELY 17.0 MILES TO OURAY, UTAH; PROCEED IN A SOUTHERLY
DIRECTION APPROXIMATELY 6.4 MILES ON THE SEEP RIDGE ROAD TO THE
JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE EAST; TURN LEFT
AND PROCEED IN AN EASTERLY DIRECTION APPROXIMATELY 0.4 MILES TO
THE BEGINNING OF A RE-HABED ROAD TO THE EAST; FOLLOW ROAD FLAGS
IN AN EASTERLY DIRECTION APPROXIMATELY 0.15 MILES THE BEGINNING OF
THE PROPOSED ACCESS TO THE SOUTH; FOLLOW ROAD FLAGS IN A
SOUTHERLY DIRECTION APPROXIMATELY 0.1 MILES TO THE PROPOSED
LOCATION.

TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED WELL
LOCATION IS APPROXIMATELY 38.05



Kerr-McGee Oil & Gas Onshore LP
NBU #920-27F

LOCATED IN UINTAH COUNTY, UTAH
SECTION 27, T9S, R20E, S.L.B.&M.

PHOTO: VIEW FROM CORNER #5 TO LOCATION STAKE CAMERA ANGLE: NORTHWESTERLY

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: SOUTHERLY

- , Uintah Engineering & Land Surveying I OCATION PIIOTos I 2|29 05 PHOTO
85 South 200 East Vernal, Utah 84078 gt0NTill DAY VEAR

-since i 435-789-1017 uelsánuelsinc.com TAKENBY:D.K. DILWNBY:C.P.
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LEGEND: Kerr-McGee Oil & Gas Onshore LP
PROPOSED LOCATION N NBU #920-27F

SECTION 27, T9S, R20E, S.L.B.&M.
1888' FNL 2014' FWL

Uintah Enginee an S viyÏn
85 South 2OO East Vernal., Utah 84078

(435) 789-1017 * FAX (435) 789-1813 ¯ ¯ MONTH DAY YEAR

0191 L_mwygg jagggpo.co ao
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OURAY 6.4 MI. +/-
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28 PROPOSED LOCATION: 6
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LEGEND: Kerr-McGee Oil & Gas Onshore LP
EXISTING ROAD N NBU #920-27F

----------- PROPOSEDACCESSROAD SECTION 27, T9S, R20E, S.L.B.&M.
----------- RE-HABED ROAD NEEDS UPGRADED

1888' FNL 2014' FWL

- Uintah Engineering & Land Surveying TOPOGR A PH I C 12 29 0585 South 200 East Vernal, Utah 84078 Å À MONT DAY YEAR(435) 789-1017 * FAX (435) 789-1813
SCALE:1" = 2000 DRAWNBY:C.P. REVISED:
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NBU
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26

NBU
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LEGEND:
Kerr-McGee Oil & Gas Onshore LP

p' DISPOSAL WELLS WATER WELLS N NBU #920-27F

0 PRODUCING WELLS ABANDONED WELLS SECTION 27, T9S, R20E, S.L.B.&M.

SHUT IN WELLS -g TEMPORARILY ABANDONED 1888' FNL 2014' FWL

- Uintah Engineering & Land Surveying TOPOGR A PH I c 12 29
¯05

85 South 2OO East VernnI., Utah 84078 M A P MONT DAY YEAR

(435) 789-1017 * FAX (435) 789-1813
SCALE:1" = 2000' DRAWNBY:C.P. REVISED:



4900

930

20-28B #92 7D 2 7

#920-28 A #92

800 \4807
o ' ' #920-27G

8G #920-28H

U 20
7FOCATION: CP

APPROXIMATE TOTAL PIPELINE DISTANCE = 616' +/-

LEGEND: Kerr-McGee Oil & Gas Onshore LP
PROPOSED ACCESS ROAD N NBU #920-27F
RE-HABED ROAD NEEDS UPGRADED

----------- PROPOSED PIPELINE SECTION 27, T9S, R20E, S.L.B.&M.
----------- ¶sgy"GDO

R
E

S) 1888' FNL 2014' FWL

Uintah Engineering & Land Surveying TOPOGR
A¯ÌÏI

I c 12 29 05
85 South 2OO East Vernal, Utah 84078 M A P MONT DAY YEAR

(435) 789-1017 * FAX (435) 789-1813
SCALE:1" = 1000' DRAWNBY:C.P. REVISED:



Kerr-McGee Oil & Gas Onshore LP
NBU #920-27F

PIPELINE ALIGNMENT
LOCATED IN UINTAH COUNTY, UTAH

SECTION 27, T9S, R20E, S.L.B.&M.

PHOTO: VIEW FROM TIE-IN POINT CAMERA ANGLE: SOUTHERLY

I , Uintah Engineering & Land Surveying PIPELINE PHOTos 12 29 05 PHOTO' 85 South 200 East Vernal, Utah 84078 ""O D

en 435-789-1017 uels@uelsinc.com TAKENBY:D.K. DRAWNBY:C.F.



Kerr---McGee Oil & Gas Onshore LP FIGURE #1
LOCATION LAYOUT FOR

NBU #920--27F

Prevailing g Winds SECTION 27, T9S, R20E, S.L.B.&M.
1888' FNL 2014' FWL

C-2.6' E-0.4'
E/. 14.9'

SCALE: 1' = 50'
DATE: 1-10-06 58 Sto. J+50
Drown By K.G.

Û~Í. Í '

E/ 16.4' Appro×.
Toe of
Fill Slope

o

NOTE:
Flore Pit is to be located
a min. of 100' from the
Well Head.

Appro×.
Top of
Cut SIope

PIPE RACKS

ELARE P/T C-0.6

135 Sto. 1+50

TOJLET

C--0.7 ryn
E/. 16 O' Ty

L1GHT PLANT
RESER VE P/ TS -

(10' Deep) - BOILER

COMPRESSOR WATER
PUMP HOUSE TANK

- - BOOSTER
Toto/ Pit Capacity
W/2' of Ereeboord
= 15, 490 Bb/s. ±
Toto/ Pit Volume TRASH & 0±50

4,280 Cu. Yds

--0. J' S
PROPANE

El 16 5
STORACE

C-11.2' sa' ) E' is J' sto. 0+00

Proposed AccessNO7FS: Road

Elev. Ungroded Ground At Loc. Stoke = 4815.9'
, UINTAH ENGINEERING & LAND SURVEYING

E/N/SHED GRADE ELEV A T LOC. STAxe = 4815. J ss s. 2co ses, . amai, ces s,ors - (,ss>



Kerr--McGee Oil & Gas Onshore LP FIGURE #2
o TYPICAL CROSS SECTIONS FOR

×-section NBU #920-27F
Scale

SECTION 27, T9S, R20E, S.L.B.&M.
1" = 50' 1888' FNL 2014' FWL

DATE: 1-10-06
Drawn By K.G.

58' 135
Preconstruction
Grade

Finished Grade

SM. J+50

15' 100' 58' 135'

Location Stoke
/L

15 100 58 135'
S/op e = 1 1/2: 1

173 135'

SM. 0+00 NOTE:
* NOTE Topsoil should not be

E/LL QUANT/TY /NCLUOES Stripped Below Finished
5X EOR COMPACT/ON Grade on Substructure Area.

APPROXIMATE YARDAGES EXCESS MATERIAL = 5,540 Cu. Yds.

Topsoil & Pit Backfill = 5,540 Cu. Yds.
CUT (1/2 Pit Vol.)
(12") Topsoil Stripping = J,400 Cu. Yds.

EXCESS UNBALANCE = 0 Cu. Yds.
Rernaining Location = 4,220 Cu. Yds (After Rehabilitation)

TOTAL CUT = 7,620 CU.YDS.
UINTAH ENCINEERING & LAND SURVEYING

FILL = 2,080 CU.YDS. as so. zoo x2st . versai, usas exo7e . (sss)



WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 03/10/2006 API NO. ASSIGNED: 43-047-37901

WELL NAME: NBU 920-27F

OPERATOR: WESTPORT OIL & GAS CO ( N2115 ) PHONE NUMBER: 435-781-7024

CONTACT: SHEILA UPCHEGO

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SENW 27 090S 200E .Tech Review Initials Date
SURFACE: 1888 FNL 2014 FWL
BOTTOM: 1888 FNL 2014 FWL Engineering

COUNTY: UINTAE Geology
LATITUDE: 40.00825 LONGITUDE: -109.6542

UTM SURF EASTINGS:614871 NORTHINGS: 4429330 Surface

FIELD NAME: NATURAL BUTTES ( 630 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-0582 PROPOSED FORMATION: WSMVD

SURFACE OWNER: 2 - Indian COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

y/' Plat R649-2-3.

v' Bond:Fed[1] Ind[] Sta[] Fee[]
Unit: NATURAL BUTTES

ORo. CO-1203 )
Potash (Y/N)

R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception
080.43-8496

/'Drilling Unit
RDCC Review (Y/N)

Board Cause No:
(Date:

Eff Date:
Fee Surf Agreement (Y/N) Siting: ) My .

Intent to Commingle (Y/N) R649-3-11. Directiona rill

COMMENTS: A prD

STIPULATIONS: \ ud
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OPERATOR: WESTPORT O&G CO (N2115)

SEC:14,15,21,22,27 T.10S R.21E

FIELD: NATURAL BUTTES (630)

COUNTY: UINTAH

CAUSE: 173-14 / 12-2-1W
IVells Stat

× LOCATION ABANDONED
e NEW LOCATION

Field Status Uni! Status þ PLUGGED & ABANDONED
ABANDONED EXPLORATORY w PRODUCING GAS
ACTIVE GAS STORAGE e PRODUCING OIL

NI PP Oil & SHUT-IN GASCOMBINED NFSECONDARY e SHUT-INOIL
INACTlV E NDlNG

)s( TEMP. ABANDONED
PROPOSED

PPGAS O TESTWELL
STORAGE PP GEOTHERML & WATER INJECTION

- TERMINATED PP OIL g WATER SUPPLY PREPARED 83: DIANA WHITNEY
SECONDARY 4 WATER DISPOSAL DATE: 16-MARCH-2004
TERMINATED .



Diana Whitney - Natural Buttes.doc Page 1

United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office
P.O. Box 45155

Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

March 17, 2006

Memorandum

To: Assistant District Manager Minerals, Vernal District

From: Michael Coulthard, Petroleum Engineer

Subject: 2006 Plan of Development Natural Buttes Unit Uintah
County, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and Mining, and Mickey
Coulthard, Utah State Office, Bureau of Land Management, the followingwells are
planned for calendar year 2006 within the Natural Buttes Unit, Uintah County, Utah.

API# WELLNAME LOCATION

(Proposed PZ Wasatch/MesaVerde)

43-047-37910 NBU 1021-241 Sec 24 T10S R21E 2272 FSL 0870 FEL
43-047-37911 NBU 1021-24C Sec 24 T10S R21E 0626 FNL 1887 FWL
43-047-37912 NBU 1021-24B Sec 24 T10S R21E 0905 FNL 1648 FEL
43-047-37913 NBU 1021-25G Sec 25 T10S R21E 2445 FNL 2079 FEL
43-047-37914 NBU 1021-25H Sec 25 T10S R21E 2377 FNL 0127 FEL
43-047-37917 NBU 1021-25E Sec 25 T10S R21E 2301 FNL 0183 FWL
43-047-37907 NBU 1021-03L Sec 03 T10S R21E 2618 FSL 0315 FWL
43-047-37908 NBU 1021-03D Sec 03 T10S R21E 0285 FNL 0915 FWL
43-047-37909 NBU 1021-03H Sec 03 T10S R21E 1884 FNL 0506 FEL
43-047-37894 NBU 920-14L Sec 14 TO9S R20E 1907 FSL 0707 FWL
43-047-37895 NBU 920-15B Sec 15 TO9S R20E 0501 FNL 1876 FEL
43-047-37896 NBU 920-15C Sec 15 TO9S R20E 0684 FNL 2181 FWL
43-047-37897 NBU 920-21E Sec 21 TO9S R20E 1851 FNL 0032 FWL
43-047-37898 NBU 920-22A Sec 22 TO9S R20E 0937 FNL 0584 FEL
43-047-37899 NBU 920-27A Sec 27 TO9S R20E 0579 FNL 0728 FEL
43-047-37900 NBU 920-27G Sec 27 TO9S R20E 1907 FNL 2023 FEL
43-047-37901 NBU 920-27F Sec 27 TO9S R20E 1888 FNL 2014 FWL
43-047-37902 NBU 920-27C Sec 27 TO9S R20E 0699 FNL 1937 FWL
43-047-37903 NBU 920-27B Sec 27 TO9S R20E 0934 FNL 1805 FEL
43-047-37904 NBU 920-27D Sec 27 TO9S R20E 0731 FNL 0971 FWL
43-047-37905 NBU 920-27\ Sec 27 TO9S R20E 2152 FSL 0491 FEL
43-047-37906 NBU 920-27H Sec 27 TO9S R20E 2023 FNL 1089



Diana Whitney - Natural Buttes.doc Page 2

Page 2

Our records indicate the NBU 1021-241 and the 1021-24B are closer than 460 feet from
uncommitted land within the Naturals Butte Unit. The NBU 1021-25H is located
outside of the Natural Buttes Unit and is closer than 460 feet from the Unit Boundary.

We have no objections to permitting the wells so long as the unit operator receives an
exception to the locating and siting requirements of the State of Utah (R649-3-2).

Is/ Michael L. Coulthard

I

bcc: File - Natural Buttes Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid



JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
,s· Lieutenant Governor

State of Utah
March 20, 2006

Department of
Natural Resources

MICHAEL R. STYLER
Executive Director

Westport Oil & Gas Company, LP
Division of 1368 South 1200 East

Oil, Gas & Mining Vernal, UT 84078
JOHN R. BAZA
Division Director

Re: Natural Buttes Unit 920-27F Well, 1888' FNL, 2014' FWL, SE NW, Sec. 27,
T. 9 South, R. 20 East, Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-047-37901.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Uintah County Assessor
Bureau of Land Management, Vernal District Office

1594 West Nonh Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (80 1) 538-5340 • facsimile (80 I) 359-3940 • TTY (80 1) 538-7458 • www



Operator: Westport Oil & Gas Company, LP
Well Name & Number Natural Buttes Unit 920-27F

API Number: 43-047-37901
Lease: UTU-0582

Location: SE NW Sec.1 T. 9 South R. 20 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. In accordance with Order in Cause No. 190-5(b) dated October 28, 1982, the Operator shall
comply with requirements of Rules R649-3-31 and R649-3-27 pertaining to Designated
Oil Shale Areas. Additionally, the operator shall ensure that the surface and/or
production casing is properly cemented over the entire oil shale interval as defined by
Rule R649-3-31. The Operator shall report the actual depth the oil shale is encountered
to the Division.

5. State approval of this well does not supersede the required federal approval, which must be
obtained prior to



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1. DJJ

X Change of Operator (Well Sold) Operator Name Change/Merger

The operator of the well(s) listed below has changed, effective: 1/6/2006
FROM: (Old Operator): TO: ( New Operator):
N2115-Westport Oil & Gas Co., LP N2995-Kerr-McGee Oil & Gas Onshore, LP

1368 South 1200 East 1368 South 1200 East
Vernal, UT 84078 Vernal, UT 84078

Phone: 1-(435) 781-7024 Phone: 1-(435) 781-7024

CA No. Unit: NATURAL BUTTES UNIT
WELL NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO |TYPE TYPE | STATUS

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 5/10/2006
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 5/10/2006
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 3/7/2006
4a. Is the new operator registered in the State of Utah: YES Business Number: 1355743-0181
4b. If NO, the operator was contacted contacted on:
5a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
5b. Inspections of LA PA state/fee well sites complete on: n/a 3 LAwells & all PA wells transferred
5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM 3/27/2006 BIA not yet

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: 3/27/2006

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: n/a

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on:

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 5/15/2006
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 5/15/2006
3. Bond information entered in RBDMS on: 5/15/2006
4. Fee/State wells attached to bond in RBDMS on: 5/16/2006
5. Injection Projects to new operator in RBDMS on:
6. Receipt of Acceptance of Drilling Procedures for APD/New on: n/a Name Change Only
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: COl203
2. Indian well(s) covered by Bond Number: RLB0005239
3. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number RLB0005236
a. The FORMER operator has requested a release of liability from their bond on: n/a rider added KMG

The Division sent response by letter on:
LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 5/16/2006
COMMENTS:

KMG (Westoor0 NBU U FORM A.xls



' Form 3 160-5 UNITED STATES FaRMAPPitovan(August 1999) OMB No. 100MI35DEPARTMENT OF THE INTERIOR Impins anovemterso,2000
BUREAU OF LAND MANAGEMENT 5. Lease serialNo.

SUNDRYNOTICESANDREPORTSONWELLS MULTIPLELEASES
Do not use this form for proposals to drill or reenter an 6. If Indian, Allottee or Tribe Name
abandoned well. Use Porm 3160-3 (APD)for such proposals.

7. If Unit or CA/Agreement, Name and/or No,SUBMITIN TRIPLICATE- Other Instructlons on reverse side
I. Type of Well

O oil well O caswell O Other 8. Well Name and No.
2. NameofOperator MUTIPLE WELLS
KERR-McGEE OIL&GAS ONSHORELP 9. API Well No.
3a. Address 3b. Phone No. (include area code)
1368 SOUTH 1200 EAST VERNAL,UT 84078 (435) 781-7024 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage, Sec., T, R., M.,or Survey Description)

11. County or Parish, State
SEE ATTACHED

UINTAHCOUNTY, UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, R iPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Q Acidize Deepen O Production (Start/Resume) O Water Shut-Off
O ^iter casing O Fractur. Treat O Rect===tion O wenInteety

Subsequent Report Q Casing Repair Q New Construction O R=complet= U Other CHANGE OF
O Change Plans O Plug and Abandon Q Temporarily Abandon OPERATOR

O Final Abandonment Notice O convertto injection O riossack O waterDispos=I
13.Describe Poposed or CompletedOperations(clearly state a11pertinentdetails,including estimatedstartingdate of anyproposedworkandapproximatedurationthereof -If the proposalis to deependirectionallyor recompletehorizontally,givesubsurfacelocationsandmeasuredand tmeverticaldepthsof all pertinentmarkersand zones.Attadt the Bond unde which thework will be performedor providethe BondNo. on file with BLM/BIA Requiredsubsequentrepons shall be filed within30 daysfollowingcompletionof the involval operations. If the operationresultsin a multiplecompletionor recompletionin a new interval,a Form316M shallbe filedoncetesting has been completed. Final AbandonmentNotios shallbe filed only after all requirements, includingreclamation,have been completed, and the operatorhasdeterminedthat thesite isready forfinalinspection.

PLEASE BE ADVISED THAT KERR-McGEE OIL &GAS ONSHORE LP, IS CONSIDERED TO BE THE RECElVEDOPERATOR OF THE ATTACHED WELL LOCATIONS. EFFECTIVE JANUARY 6, 2006.
KERR-McGEEOIL& GAS ONSHORE LP, IS RESPONSIBLE UNDER TERMS AND CONDITIONS MAYl 0 2006
OF THE LEASE(S) FOR THE OPERATIONSCONDUCTED UPON LEASE LANDS. BOND COVERAGE
IS PROVIDED BY STATE OF UTAHNATIONWlDEBOND NO. RL 0005237. M OFOlL,GAS&MINING

ß Cm 'BOND = d 0/203 PROVEDJJ)L6

Na rinted/7pped) Title EarleneRussell,EngineeringTechalolan
Y AY DRILLINGMANAGER

ture | Date
May9, 2006

f THISSPACEFOR FEDERAL OR STATE USE
Approved by Title Date

Conditions of approval, ifany, are attached Approval of thisnotice does not warrant or Officecertifythat the applicant holds legal or equitable title to thoserights inthe subject lease
which would entitle the applicant to conduct operations thereon.
Title 18 U.S.C.Section1001,make it a crime forany personknowinglyand willfullytomaketo any departmentor agency ofthe UnitedStatesanyfalse,fictitiousor fraudulentstatementsor representationsas to any matterwithinitsjurisdiction.

(Instructions on



Form 3 160-5 UNITED STATES FOlWAPPROVED
(August 1999) OMBNo. 1004-0135DEPARTMENT OF THE INTERIOR expiresinovemterso,2coo

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRYNOTICESANDREPORTSON WELLS MULTIPLELEASES

Do not use thlsform for proposals to dr/II or reenter an 6. IfIndian,AllotteeorTribeName
abandoned well. Use Form 3160-3 (APD)for such proposals.

7. If Unit or CA/Agreement, Name and/or NoSUBMITINTRIPLICATE- Other Instruct/ons on reveme sIde

I. Type of Well

O oil won U oasweli O Other 8. Well Name and No.
2. NameofOperator MUTIPLEWELLS
WESTPORT OIL &GAS COMPANY L.P. 9. API Well No.
3a. Address 3b. Phone No. (include area code)
1368 SOUTH 1200 EAST VERNAL, UT 84078 (435) 781-7024 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage,Sec., T, R., M., or Survey Description)

11. County or Parish, State
SEE ATTACHED

UINTAHCOUNTY, UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, R iPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Q Acidize O Deepen O Production (Start/Resume) O Water Shut-Off
O ^lter casing O Fracture Treat Q Reclamation Wel Inte¢ty

Subsequent Report Q Casing Repair New Construction O Recomplete U Other CHANGEOF
O changePlans O Plug and Abandon O Temporarily Abandon OPERATOR

O Final Abandonment Notice O convernoin).stion O Plug Back Q Water Disposal
13. DescribeProposedor CompletedOperations(clearly state all pertinentdetails,includingestimated starting date of any proposed work and approximate durationthereofif the proposalis to deependirg:tionallyor recompletehorizontally,give subsurfacelocationsand measured andtrue verticaldepths of all pertinentmarkersand zones.Attachthe Bond under which the work will be performedor providethe BondNo. on file with BLM/BIA Requiredsubsequentreportsshall be filed within30 daysfollowingcompletionof the involvedoperations. If th¢operationresults in a multiplecompletionor recompidionin a new interval,a Fomi 3160-4shallbe filedoncetesting has been completed. Final AbandonmentNotiœs shallbe filed only after all ruiuirements, includingreclamation,have beencompleted,and the operator hasdeterminedthat the site isready forfinalinspection.

EFFECTIVE JANUARY 6, 2006, WESTPORT OIL & GAS COMPANY L.P., HAS RELINQUISHED
THE OPERATORSHIP OF THE ATTACHED WELL LOCATIONS TO KERR-McGEE OIL & GAS
ONSHORE LP

APPROVED d' Si RECEIVED
MAY102006Divisionof 011,GasandMiningEarleneRussell,EngineeringMich DNnygg,,6a &UNQ[4. I hereby certify that the foregoirig is true and cossect

Name (Printed/Typed) Title
BRAD LANEY ENGINEERING SPECIALIST
Signature Date

May 9, 2006
THISSPACE FOR FEDERAL OR STATEUSE

IA ed by Title Date

Conditions of appto , are a Approval of thisnotice does not warrant or Office
certify thatthe applicant holds leg equitable titleto those rights inthe subject lease
whichwould entitle theapplicant toconduct operations thereon.
Title 18U.S.C.Section 1001,make it a crime forany personknowinglyand willfully to maketo any departmentor agencyofthe UnitedStatesany
false,fictitiousor fraudulentstatementsor representations as toanymatterwithin itsjurisdiction.

(Instructions on



United States Department of the Interior
BUREAU OF LANDMANAGEMENT

Colorado State Office
2850 YoungfieldStreet

Lakewood,Colorado 80215-7076
INREPLYREFERTO:

CO922 (MM)
3106
COC017387 et. al.

March23, 2006

NOTICE

Kerr-McGee Oil & Gas Onshore L.P.
1999 Broadway,Suite 3700 : Oil & Gas
Denver, CO 80202

Merger/Name Change - Recognized

On February 28, 2006 this officereceived acceptable evidence of the following mergers and name
conversion:

Kerr-McGee Oil & Gas Onshore LP., a Delaware Limited Partnership, and Kerr-McGee
Oil &Gas Onshore LLC, a Delaware Limited Partnership merger with and into Westport
Oil and Gas Company L.P., a Delaware Limited Partnership, and subsequent Westport
Oil &Gas Company L.P. name conversion to Kerr-McGee Oil & Gas Onshore L.P.

For our purposes the merger and name conversion was effective January 4, 2006, the date the
Secretary of State of Delaware authenticated the mergers and name conversion.

Kert-McGee Oil & Gas Onshore L.P. provided a list of oil and gas leases held by the merging
parties with the request that the Bureau of Land Management change alltheir lease ocords from
the named entities to the new entity, Kerr-McGee Oil & Gas Onshore L.P. In response to this
request each state is asked to retrieve their own list of leases in the names of these entities from
the Bureau of Land Management's (BLM) automated LR2000 data base.

The oil and gas lease files identified on the list provided by Kerr-McGee Oil &Gas Onshore L.P.
have been updated as to the merger and name conversion. We have not abstracted the lease files
to determine if the entities affected by the acceptance of these documents holds an interest in the
lease, nor have we attempt to identify leases where the entity is the operator on the ground that
maintains vested record titleor operating rights interests. Ifadditional documentation, for change
of operator, is required you will be contacted directly by the appropriate Field Office. The Mineral
Management Services (MMS) and other applicable BLMofficeswere notifiedofthe mergerwith a
copy of this notice

Please contact this office ifyou identifyadditionalleases where the mergingparty maintainsan
interest, under ourjurisdiction,and we willdocument the case files with a copyofthisnotice. Ifthe
leases are under the jurisdictionof another State Office that information willbe forwarded to them
for their



Three ridersaccompanied themerger/nameconversion documents whichwilladd Kerr-McGee Oil
and Gas Onshore LLC as a principal to the3 Kern-McGee bonds maintainedby the Wyoming State
Office. These riders willbe forwardto themfor theiracceptance.

The Nationwide Oil & Gas Continental Casualty Company Bond #158626364 (BLM Bond
#CO1203), maintainedby the Colorado State Office, willremain in full force and effectuntilan
assumption rider is accepted by the Wyoming State Office thatconditionstheir NationwideSafeco
bond to accept all outstanding liabilityon the oil and gas leases attached to the Colorado bond.

Ifyou have questions about this action you may call me at 303.239.3768.

/s/Martha L. Maxwell
Martha L.Maxwell
Land Law Examiner
Fluid MineralsAdjudication

Attachment:
List of OG Leases to each of the following offices:
MMS MRM, MS 357B-1
WY, UT, NMIOKTTX,MT/ND,WY State Offices
CO Field Offices

Wyoming State Office
Rider#1 to Bond WY2357
Rider #2 to Bond WY1865
Rider#3 to Bond



United States Department of the Interior

BUREAU OF LAND MANAGEMENT pggga
UtahStateOffice mÀM ÑICA
P.O. Box 45155

SaltLake City,UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-922)

March 27, 2006

Memorandum

To: Vernal Field Office

From: Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the merger recognized by the Bureau of Land Management,
Colorado State Office. We have updated our records to reflect the merger from Westport Oil and
Gas Company L.P. into Kerr-McGee Onshore Oil and Gas Company. The merger was approved
effective January 4, 2006.

Chief, Branch of
Fluid Minerals

Enclosure
Approval letter fromBLM COSO (2 pp)

cc: MMS, ReferenceData Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie Seare
Dave Mascarenas
SusanBauman

MAR2 8



'Form316Q-5 UNITED STATES FORM APPROVED
(August 1999) OMBNo. 1004-0135

DEPARTMENT OF THE INTERIOR Expires Jnovember30,2000

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-0582

Do not use this form for proposals to drill or reenter an 6. If Indian, Allottee or Tribe Name

abandoned well. Use Form 3160-3 (APD) for such proposals· TRIBAL SU RFAC E
7. If Unit or CA/Agreement, Name and/or No.

SUBMIT IN TRIPLICATE - Other instructions on reverse side
NATURAL BUTTES UNIT

1. Type of Well

O oil well U Gas Well Other 8. Well Name and No.

2. Name ofOperator NBU 920-27F

KERR McGEE OIL AND GAS ONSHORE LP 9. API Well No.

3a. Address 3b. Phone No. (include area code) 4304737901
1368 SOUTH 1200 EAST VERNAL, UT 84078 435-781-7003 10. Field and Pool, or Exploratory Area

4. Location ofWell (Footage, Sec., T, R., M, or Survey Description) NATURAL BUTTES
1888' FNL, 2014' FWL LOT 4 11. County or Parish, State

SENW, SEC 27-T9S-R20E
UINTAH, UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, RE 'ORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Q Acidize Deepen Production (Start/Resume) Water Shut-Off

O Alter Casing Fracture Treat Reclamation WeH Integrity

O Subsequent Report Q Casing Repair New Construction Recomplete Other APD EXTENSION

O Change Plans Plug and Abandon Temporarily Abandon DOGM

O Final Abandonment Notice O Convert to In¡ection Plug Back Water Disposal

13. Describe Proposed or Completed Operations (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof
If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and tme vertical depths of all pertinent markers and zones.

Attadi the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testinghas been completed. Final Abandonment Notiœs shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the site isready for finalinspection.

THE OPERATOR REQUESTS AUTHORIZATION FOR A ONE YEAR EXTENSION FOR THE SUBJECT WELL
LOCATION SO THAT THE DRILLINGOPERATIONS MAYBE COMPLETED. THE ORIGINAL APD WAS
APPROVED BY THE DIVISION OF OIL, GAS AND MINING ON M 89eN the

Utah Divisionof
Oil, Gas and Mining

Date:

14. I herebycertifÿ that the foregomg is true and correct

Name (Printed/Typed) Title

Signatur
RAMEY H E

Date

REGULATORY CLERK

THIS SPACE FOR FEDERAL OR STATEUSE

Approved by Title Date

Conditions of approval, ifany, are attached. Approval of this notice does not warrant or Office
certify that the applicant holds legal or equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001, make it a crime for any person knowingly and willfully to make to any department or agency
oftheF 1,g,gg

false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction FFR' O2Ofi'
(instructions on reverse)

/ OFOIL,GAS



Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 4304737901
Well Name: NBU 920-27F

Location: SENW, SEC 27-T9S-R20E
Company Permit Issued to: KERR MCGEE OIL AND GAS ONSHORE LP
Date Original Permit Issued: 3/20/2006

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes O No O

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? YesO Nom

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO NoB

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No IB

Has the approved source of water for drilling changed? YesO NoB

Have there been any physical changes to the surface location or access route
which willrequire a change in plans from what was discussed at the onsite
evaluation? YesONoE

is bonding still in place, which covers this proposed well? YesENoO

Title: Regulatory Clerk

Representing: Kerr McGee Oil & Gas Onshore LP

RECEIVED
FEB2 O2007

DIVOFOILGAP



Form3100-5 UNITED STATES FORM APPROVED
(August 1999) OMBNo. 10044135

DEPARTMENT OF THE INTERIOR Expires.lnovember30,2000

BUREAU OF LAND MANAGEMENT 5. Izase Serial No.

SUNDRY NOTICESAND REPORTS ON WELLS UTU-0582
Do not use this form for proposals to drill or reenter an 6. If Indian, Allottee or Tribe Name

abandoned well. Use Form 3160-3 (APD) for such proposals. TRIBALSURFACE
7. If Unit or CA/Agreement, Name and/or No.

SUBMITIN TRIPLICATE- Other instructions on reverse side
UNIT #891008900A

1. Type of Well NATURAL BUTTESUNIT

O oil wen U Gas Well Other 8. Well Name and No.

2. NameofOperator NBU 920-27F
KERR McGEE OILAND GAS ONSHORE LP 9. API Well No.

3a. Address 3b. Phone No. (include area code) 4304737901
1368 SOUTH 1200 EAST VERNAL, UT 84078 |435.781.7024 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) NATURAL BUTTES
11. County or Parish, State

SE/NW LOT 4, SEC. 27, T9S, R20E 1888'FNL, 2014'FWL UINTAH, UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent O Acidize Deepen O Production (Start/Resume) Water Shut-Off

O Alter Casing Fracture Treat Q Reclamation Well Integrity

O Subsequent Report Q Casing Repair New Construction Q Recomplete Other DOGMAPD

O Change Plans Plug and Abandon O Temporarily Abandon EXTENSION
O Final Abandonment Notice Convert to Injection Plug Back O Water Disposal

13. DescribePoposed or CompletedOperations(clearlystate all pertinentdetails,includingestimatedstaitingdateof anypmposed work md approximatedurationthereof
If the poposal is to deependirectionallyor tecomplete horizontally,give subsurfacelocationsand measuredmd tnie vertical depths of all pertinentmarketsand zones.
Attach the Bond under which the work will be performedor providetheBond No. on filewith BLM/BIA Requiredsubsequentreports shall be filedwithin30days
followingcompletionof theinvolvedoperations. If theoperationresultsin a multiplecompletionor recompletionina newmterval, a Foun 31664shall be filedonce
testing has been completed. Final AbandonmentNotices shall be filed only after all requirements,includingteclamation, have bem complded, and the operatorhas
determinedthat the site isready for fmalinspection.

THE OPERATORREQUESTS AUTHORIZATION FOR A ONE YEAR EXTENSION FOR THE smedely..the
LOCATION SO THAT THE DRILLING OPERATIONS MAYBE COMPLETED. THE ORI0tÑAL ÅlARIW h/ISIOD Of
APPROVED BY THE DIVISION OF OIL, GAS AND MININGON MARCH 20, 2006. Oil, Gas and Mining

COPYSENTTOOPERATOR

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed) Title

SHE HEGO SENIOR LAND ADMIN SPECIALIST
Date

February 4, 2008
PACE FOR FEDERAL OR STATE USE

Approved by Title Date

Conditions of approval, ifany, are attached Approval of thisnotice doesnot warrant or Office
certify that the applicant holds legal or equitable title to those rights in the subject lease

false,fictitiousor fraudulentstatementsor representations as to anymatterwithin itsjurisdiction.

plV.0FOILMS &



Application for Permit to Drill
Request for Permit Extension

Validation
(thisform should accompany the Sundry Notice requesting permit extension)

API: 4304Ì¶901
We11Name: NBU 920-27F

Location: SE/NW LOT 4, SEC. 27, T9S, R20E
Company Permit issued to: WESTPORT OIL & GAS COMPANY
Date Original Permit Issued: 3/20/2006

The undersigned as owner with legal rights to drillon the property as permitted
above, hereby verifies that the information as submitted in the previously
approved applicationto drill, remains validand does not require revision.

Following is a checklistof some items related to the application,which should be
verified.

If located on private land, has the ownershipchanged, if so, has the surface
agreement been updated? YesONom

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or siting requirements for this location? YesO Nom

Has there been any unit or other agreements put in place that could affect the
permitting or operation of thisproposed well? YesO Nom

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No O

Has the approved source of water for drillingchanged7 YesO NoO

Have there been any physical changes to the surface location or access route
which willrequire a change in plans from what was discussed at the onsite
evaluation7YesO NoO

Is bonding stillin place, which covers thisproposed well? YesŒNoO

2/4/2008

Title: SENOIR LAND ADMIN SPECIALIST

Representing: KERR-McGEE OIL & GAS ONSHORE LP

RECEIVED
FEB25 2008

DIV.0FOIL,GAS&



Form 3160-3 -en FORM APPROVED

(August 1999) RECEIVED OMB No. 1004-0136

UNITED STATES Expires November 30, 2000

DEPARTMENT OF THE INTERIOR gg gg gggg 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-0582

APPLICATIONFORPERMITTODRILLORREENTER 6. If Indian, Allottee or Tribe Name

TRIBAL SURFACE

1a. Type of Work: DRILL REENTER
7. If Unit or CA Agreement, Name and No.

NATURAL BUTTES UNIT
8. Lease Name and Well No.

b. Type of Well: 00 Wel Gas Well Other Single Zone Multiple Zone NBU 920-27F
2. Name of Operator 9. API Well No.

KERR MCGEE OIL AND GAS ONSHORE LP C-\S-OR'l- L'140 \
3A. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
1368 SOUTH 1200 EAST VERNAL, UT 84078 (435) 781-7003 NATURAL BUTTES
4. Location of Well (Report location clearly and in accordance with any State requirements.*) l l. Sec., T., R., M,, or Bik, and Survey or Area

At surface SENW 1888'FNL, 2014'FWL LOT 4
At proposed prod. Zone SECTION 27-T9S-R20E
14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State
7.05 MILES SOUTHEAST OF OURAY, UTAH UINTAH UTAH
15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft. 188Û'
(Also to nearest drig. unit line, ifany) 1433.57 40.00

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BlA Bond No. on file
to nearest well, drillmg, completed REFER TO
applied for, on this lease, ft TOPo c 10,300' COpt203 W VI WV 60002A \

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration
4816'GL UPON APPROVAL |TO BE DETERMINED

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certilcation.

SUPO shall be filed with the appropriate Forest Service Office. 6. Such other site specific information and/or plans as may be required by the

authorized office.

2.5 aature Name (Printed/Typed) : Date

RAMEY HOOPES I 4/27/2006
Tit

REGULATOR LERK
Approved by (Si atur Name (Printed/Typed) Date

Title oldManager orace VERNALRELDOFRCE
nds& ineralResources ,

Application approval does not warrant or certify that the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct

oval,ifany,areattacheCONDITIONSOF APPROVALATTACHED
Title 18 U.S.C. Section 1001and Title 43 U.S.C. Section 1212, make ita crime for any person knowingly and willfully to make to any department or agency of the United

States any false, fictitious or fiaudulent statements or representations as to any matter within its jurisdiction.
*(Instructions on reverse)

NOTICEOFAPPROVAL
MARi 7 2008

Div.0FOiL,GAS&MENG



UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Kerr-McGee Oil & Gas Onshore LP Location: SENW Lot 4 Sec 27, T9S, R20E
Well No: NBU 920-27F Lease No: UTU-0582
API No: 43-047-37901 Agreement: Natural Buttes Unit

Title Name Office Phone Number Cell Phone Number
Petroleum Engineer: Matt Baker (435) 781-4490 (435) 828-4470
Petroleum Engineer: Michael Lee (435) 781-4432 (435) 828-7875
Petroleum Engineer: James Ashley (435) 781-4470 (435) 828-7874
Petroleum Engineer: Ryan Angus (435) 781-4430 (435) 828-7368
Supervisory Petroleum Technician Jamie Sparger (435) 781-4502 (435) 828-3913
NRS/Enviro Scientist: (435) 781-4475 (435) 828-4029
Supervisory NRS/Enviro Scientist: Karl Wright (435) 781-4484 (435) 828-7381
NRS/Enviro Scientist: HollyVilla (435) 781-4404
NRS/Enviro Scientist: (435) 781-4476
NRS/Enviro Scientist: Chuck Macdonald (435) 781-4441 (435) 828-7481
NRS/Enviro Scientist: (435) 781-3400 (435) 828-3544
NRS/Enviro Scientist: Michael Cutler (435) 781-3401 (435) 828-3546
NRS/Enviro Scientist: Anna Figueroa (435) 781-3407 (435) 828-3548
NRS/Enviro Scientist: Verlyn Pindell (435) 781-3402 (435) 828-3547
NRS/Enviro Scientist: Darren Williams (435) 781-4447
NRS/Enviro Scientist: Nathan Packer (435) 781-3405 (435) 828-3545

Fax: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the
applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including
Surface and Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his
subcontractors. A copy of the approved APD must be on location during construction, drilling, and completion
operations. This permit is approved for a two (2) year period, or until lease expiration, whichever occurs
first. An additional extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) access roads.
Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)
Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)
Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings.
BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)
First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90)



Page 2 of 7
Well: NBU 920-27F

2/29/2008

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

• If there is an active Gilsonite mining operation within 2 miles of the well location, operator shall
notifythe Gilsonite operator at least 48 hours prior to any blasting during construction.

• If paleontological materials are uncovered during construction, the operator is to immediately
stop work and contact the Authorized Officer (AO). A determination will be made by the AO as
to what mitigationmay be necessary for the discovered paleontologic material before
construction can continue.

Additional Stipulations
1) Paleo monitoring

General Conditions of Approval
• A & foot corridor right-of-way shall be approved. Upon completion of each pipeline in corridor,

they shall be identified and filed with the Ute Tribe.

• A qualified Archaeologist accompanied by a Tribal Technician will monitor trenching
construction of pipeline.

• The Ute Tribe Energy & Minerals Department is to be notified, in writing 48 hours prior to
construction of pipeline.

• Construction Notice shall be given to the department on the Ute Tribe workdays, which are
Monday throughThursday. The Company understands that they may be responsible for costs
incurred by the Ute Tribe after hours.

• The Company shall inform contractors to maintain construction of pipelines within the approved
ROW's.

• The Company shall assure the Ute Tribe that "ALLCONTRACTORS, INCLUDING SUB-
CONTRACTORS, LEASING CONTRACTORS, AND ETC." have acquired a current and valid
Ute Tribal Business License and have "Access Permits" prior to construction, and will have
these permits in all vehicles at all times.

• You are hereby notifiedthat workinq under the "umbrella"ofa company does not allowyou to
be in the field, and can be subject to those fines of the Ute Tribe Severance Tax Ordinance.

• Any deviation of submitted APD's and ROW applications the Companies will notify the Ute Tribe
and BIA in writing and will receive written authorization of any such change with appropriate
authorization.

• The Company will implement "Safety and Emergency Plan." The Company's safety director will
ensure its
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2/29/2008

• All Company employees and/or authorized personnel (sub-contractors) in the field will have
approved applicable APD's and/or ROW permitslauthorizations on theirperson(s) during all
phases of construction.

• Allvehicular traffic,personnel movement, construction/restoration operations shall be confined
to the area examined and approved, and to the existing roadways and/or evaluated access
routes.

• AIIpersonnel shall refrain from collectingartifacts, any paleontological fossils, and from
disturbing any significantcultural resources in the area.

• The personnel from the Ute Tribe Energy & Minerals Department shall be notified should
cultural remains from subsurface deposits be exposed or identified during construction. All
construction will cease.

• All mitigativestipulations contained in the Bureau of Indian Affairs Site Specific Environmental
Assessment (EA) willbe strictlyadhered.

• Upon completion of Application for Corridor Right-Way, the company willnotify the Ute Tribe
Energy & Minerals Department, so that a Tribal Technician can verify Affidavit of
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DOWNHOLE PROGRAM
CONDITIONS OF APPROVAL (COAs)

SITE SPECIFIC DOWNHOLE COAs:

• Surface casing cement shall be brought up to the surface. To reach the surface, operator is
required to pump additional cement beyond the stated amounts of sacks in application.

AII provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

DRILLINGICOMPLETIONIPRODUCING OPERATING STANDARDS

• The spud date and timeshall be reported orally to Vernal Field Office within 24 hours of
spudding.

• Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24 hours in
advance of casinq cementinq operations and BOPE & casinq pressure tests.

• Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

• AIIBOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil &
Gas Order No. 2 to insure good mechanical working order. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and g by the rig pumps. Test shall be
reported in the driller's log.

• BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the surface casing and weekly thereafteras specified in Onshore Oil & Gas Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressivelfresh hard-banded drill pipe shall be used within casing.

• Cement baskets shall not be run on surface casing.

• The operator must report all shows of water or water-bearing sands to the BLM. Ifflowing water
is encountered it must be sampled, analyzed, and a copy of the analyses submitted to the BLM
Vernal Field Office.

• The operator must report encounters of all non oil& gas mineral resources (such as Gilsonite,
tar sands, oil shale, trona, etc.) to the Vernal Field Office, in writing, within 5 working days of
each encounter. Each report shall include the well namelnumber, well location, date and depth
(from KB or GL) of encounter, vertical footage of the encounter and, the name of the person
making the report (along with a telephone number) should the BLMneed to obtain additional
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• A complete set of angular deviation and directional surveys of a directional wellwillbe
submitted to the Vernal BLMofficeengineer within30 days of the completion of the well.

• While activelydrilling, chronologic drilling progress reports shall be filed directly with the BLM,
Vernal Field Office on a weekly basis in sundry, letter format or e-mail to the Petroleum
Engineers until the well is completed.

• A cement bond log (CBL) will be run from the production casing shoe to the top of cement and
shall be utilized to determine the bond quality for the production casing. Submit a field copy of
the CBL to this office.

• Please submit an electronic copy of all other logs run on this well in LAS format to
UT_VN_Welliogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

• There shall be no deviation from the proposed drilling, completion, and/or workover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation
must have prior approval from the BLMVernal Field
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OPERATING REQUIREMENT REMINDERS:

• Allwells, whether drilling, producing, suspended, or abandoned, shall be identified in
accordance with43 CFR 3162.6. There shall be a sign or marker with the name of the operator,
lease serial number, well number, and surveyed description of the well.

• In accordance with 43 CFR 3162.4-3, thiswell shall be reported on the "Monthly Report of
Operations" (Oil and Gas Operations Report ((OGOR)) starting with the month in which
operations commence and continue each month until the well is physically plugged and
abandoned. This report shall be filed in duplicate, directly with the Minerals Management
Service, P.O. Box 17110, Denver, Colorado 80217-0110, or call 1-800-525-7922 (303) 231-
3650 for reporting information.

• Should the well be successfully completed for production, the BLMVernal Field office must be
notifiedwhen it is placed in a producing status. Such notificationwill be by written
communication and must be received in this office by not later than the fifth business day
following the date on which the well is placed on production. The notification shall provide, as a
minimum, the following informational items:

o Operator name, address, and telephonenumber.

o Well name and number.

o Well location (¼¼,Sec., Twn, Rng, and P.M.).

o Date well was placed in a producing status (date of first production for which royaltywill
be paid).

o The nature of the well's production, (i.e., crude oil,or crude oil and casing head gas, or
natural gas and entrained liquid hydrocarbons).

o The Federal or Indian lease prefix and number on which the well is located; otherwise
the non-Federal or non-Indian land category, i.e., State or private.

o Unit agreement and/or participating area name and number, if applicable.

o Communitization agreement number, if applicable.

• Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from the BLMVernal Field Office.

• All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM,Vernal Field Office. Major events, as defined in NTL3A, shall be
reported verbally within 24 hours, followed by a written report within 15 days. "Other than Major
Events" will be reported in writing within 15 days. "Minor Events" will be reported on the
Monthly Report of Operations and Production.

• Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys
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data obtained and compiled during the drilling, workover, and/or completion operations, shall be
filed on BLM Form 3160-4. Submit with the wellcompletion report a geologic report including,
at a minimum,formation tops, and a summary and conclusions. Also include deviation surveys,
sample descriptions, strip logs, core data, drill stem test data, and results of production tests if
performed. Samples (cuttings, fluid, and/or gas) shall be submitted onlywhen requested by the
BLM,Vernal Field Office.

• AIIoff-lease storage, off-lease measurement, or comminglingon-lease or off-lease, shall have
prior written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field
Office Petroleum Engineers will be provided with a date and timefor the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports shall be
submitted to the BLMVernal Field Office. All measurement facilities will conform to the API
standards for liquid hydrocarbons and the AGA standards for natural gas measurement. All
measurement points shall be identified as the point of sale or allocation for royaltypurposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted
to the BLMVernal Field Office within30 days of installation or first production, whichever occurs
first. All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be
adhered to. All product lines entering and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which willresult in the disturbance of new ground, shall require the filing of
a suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval
maybe obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLMVernal Field Office. lf operationsare to be suspended for more than30
days, prior approval of the BLMVernal Field Office shall be obtained and notification given
before resumption of operations.

• Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water
produced from this well for a period of 90 days from the date of initial production. A permanent
disposal method must be approved by this officeand in operation prior to the end of this 90-day
period. In order to meet this deadline, an application for the proposed permanent disposal
method shall be submitted along with any necessary water analyses, as soon as possible, but
no later than 45 days after the date of first production. Any method of disposal which has not
been approved prior to the end of the authorized 90-day period will be considered as an Incident
of Noncompliance and will be grounds for issuing a shut-in order until an acceptable manner for
disposing of said water is provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notifiedat least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations If a well is suspended or
abandoned, all pits must be fenced immediately untilthey are backfilled. The "Subsequent
Report of Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface
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DEPARTMENT OF THE INTERIOR Expires: July 31, 2010
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

UTU-0582
SUNDRY NOTlCES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to dri/I or to re-enter an TRIBAL SURFACE
abandoned weH. Use Form 3f60-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
NATURAL BUTTES UNIT

1. Type of Well
8. Well Name and No.Oil Well Gas Well Other NBU 920-27F

2. Name of Ooerator 9. API Well No.
KERR McGEE OIL &GAS ONSHORE LP 4304737901
3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1368 SOUTH 1200 EAST VERNAL, UTAH 84078

435.781.7024 NATURAL BUTTES

4. Location of Well (Footage, Sec., T.,R.,M.,or Survey Description) 11. Cotintry or Parish, State
1888' FNL, 2014' FWL LOT 4
SEINW, SEC 27, T9S-R20E UINTAH COUNTY, UTAH

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATENATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Acid ize Deepen Production (Start/Resume) a er Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Casing Repair New Construction Recomplete Other WELL SPUD
Subsequent Report

Change Plans Plug and Abandon Temporarily Abandon -
Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will beperformed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

MIRU PETE MARTINBUCKET RIG. DRILLED 20" CONDUCTOR HOLE TO 40'. RAN 14" 36.7#
SCHEDULE 10 PIPE. CMT Wl28 SX READY MIX.

SPUD WELL LOCATION ON 01/28/2009 AT 10:15 HRS.

14. I hereby certify that the foregoing is true and correct.
Name {Printed/Typed)

SHEILA UPCH GO Title REGULATORY ANALYST

Signatur Date 01/28/2009

T#ilS SPACE FOR FEDERAL OR STATE OFFICE USE
Approved by

Title Date REDENED
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any department or agency of the UnitedStates an false,
fictitiousor fraudulent statements or representations as to any matter within itsjurisdigion.
(Instructions on page
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DEPARTMENT OF THE INTERIOR Expires: July 31, 2010
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

UTU-0582
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to dri/I or to re-enter an
abandoned we/I. Use Form 3160-3 (APD) for such proposals. TRIBAL SURFACE

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

1. Type of Well UNIT #891008900A

Oil Well Gas Well Other 8 Vel Nan2 nd No.

2. Name of Overator 9. API Well No.KERR McGEE OIL & GAS ONSHORE LP 4304737901
3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1368 SOUTH 1200 EAST VERNAL, UTAH 84078

435.781.7024 NATURAL BUTTES
4. Location of Wel (Footage, Sec., T,R.,M., or Survey Description) 11. Country or Parish, State
SE/NW LOT. 4, SEC. 27, T9S, R20E 1888'FNL, 2014'FWL UINTAH COUNTY, UTAH

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other SET SURFACE

Change Plans Plug and Abandon Temporarily Abandon CSG
Final Abandonment Notice Convert to Injection O Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations-. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for Onal inspection.)

MIRU PROPETRO AIR RIG ON 02/02/2009. DRILLED 12 1/4" SURFACE HOLE TO 2850'. RAN 9 5/8" 36# J-55
SURFACE CSG. LEAD CMT W/270 SX HIFILL CLASS G @11.0PPG 3.82 YIELD. TAILED CMT Wl200 SX
PREM CLASS G @15.8PPG 1.15 YIELD. GOOD RETURNS THROUGH OUT JOB 25 +/- BBL LEAD CMT TO
PIT LAND PLUG FLOATS HELD. RAN 200' OF 1" PIPE CMT W/125 SX PREM CLASS G @15.8PPG 1.15 YlELD
DOWN 1" PIPE GOOD CMT TO SURFACE AND FELL BACK. TOP OUT Wl100 SX PREM CLASS G @15.8PPG
1.15 YlELD DOWN BACKSIDE GOOD CMT TO SURFACE HOLE STAYED FULL.

WORT.

14. I hereby certify that the foregoing is true and correct.
Name (Printed/2pped)

SHE

g a

ttF' Title REGUnLÄTORYANALYST

THIS SPAC OR FEDERAL OR STATE OFFICE USE
Approved by

fitle Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crinte for any person knowingly and willfldly to make to any department or t es any false,
fictitious or fraudulent statements or representations as to any matter within itsjurisdiction.
(Instructions on page 2)

DIV.0FOIL,GAS&



API Well No: 43047379010000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0582 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 920-27F 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047379010000

3. ADDRESS OF OPERATOR:  
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1888 FNL 2014 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 27 Township: 09.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

11/12/2009

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 THE OPERATOR REQUESTS AUTHORIZATION TO SUSPEND THE DRILLING
OPERATIONS. THE OPERATOR HAS SET SURFACE CASING TO 2810'. AT THIS

TIME THE SUBJECT WELL LOCATION IS ON OUR DRILL SCHEDULE TO BE
DRILLED ON 5/17/2010.

NAME (PLEASE PRINT)  
 Andy Lytle

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 11/12/2009

PHONE NUMBER:
720 929-6007  Ext 

OPERATIONS SUSPENDED

 

PHONE NUMBER
720 929-6100

November 16, 2009

iPI Well No: 43047379010000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5.LEASE D2ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS QFEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 920-27F

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047379010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007 Ext NATURAL BUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

1888 FNL 2014 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SENW Section: 27 Township: 09.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/12/2009
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: OPERATIONS SUSPEP

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THE OPERATOR REQUESTS AUTHORIZATION TO SUSPEND THE DRILLING
OPERATIONS. THE OPERATOR HAS SET SURFACE CASING TO 2810'. AT THIS Accepted by the

TIME THE SUBJECT WELL LOCATION IS ON OUR DRILL SCHEDULE TO BE Utah Division of
DRILLED ON 5/17/2010. Oil, Gas and Mining

Date: me ()

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Andy Lytle 720 929-6100 Regulatory Analyst

SIGNATURE DATE
N/A



API Well No: 43047379010000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0582 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 920-27F 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047379010000

3. ADDRESS OF OPERATOR:  
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1888 FNL 2014 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 27 Township: 09.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

11/19/2009

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Kerr-McGee Oil & Gas Onshore LP (KMG) respectfully requests to change the
surface casing size for this well. The surface casing size is changing FROM:
9-5/8" TO: 8-5/8". Please see the attached drilling program for additional

details. If you have any questions, please contact the undersigned. Thank you.

NAME (PLEASE PRINT)  
 Danielle Piernot

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 11/18/2009

PHONE NUMBER:
720 929-6007  Ext 

 

PHONE NUMBER
720 929-6156

November 18, 2009

November 23, 2009

iPI Well No: 43047379010000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5.LEASE D2ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS QFEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 920-27F

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047379010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007 Ext NATURAL BUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

1888 FNL 2014 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SENW Section: 27 Township: 09.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/19/2009
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Kerr-McGee Oil & Gas Onshore LP (KMG) respectfully requests to change the

surface casing size for this well. The surface casing size is changing FROM: Accepted by the
9-5/8" TO: 8-5/8". Please see the attached drilling program for additional Utah Division of

details. If you have any questions, please contact the undersigned. Thank you. Oil, Gas and Mining

Date: No embet 2009

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Danielle Piernot 720 929-6156 Regulatory Analyst

SIGNATURE DATE
N/A 11/18/2009

RECEIVED November 18,



COMPANY NAME KERR-McGEE OIL & GAS ONSHORE LP DATE
WELL NAME TD 10,300' MD/TVD
FIELD Natural Buttes COUNTY Uintah STATE Utah FINISHED ELEVATION 4,815'
SURFACE LOCATION Sec 27 T 9S R 20E Lot 4 BHL Straight Hole

NAD 83
OBJECTIVE ZONE(S)
ADDITIONAL INFO

GEOLOGICAL MECHANICAL
FORMATION HOLE CASING MUD

LOGS TOPS DEPTH SIZE SIZE WEIGHT
40' 14"

11" 8-5/8", 28#, J-55, LTC Air mist

Green River @

Mahogany @

MD

Mud logging program TBD
Open hole logging program from TD - surf csg 7-7/8" Water/Fresh

Water Mud

8.3-12.2 ppg

 

Max anticipated
Mud required

TD @ 12.2 ppg

NBU 920-27F

40.008244

All water flows encountered while 
drilling will be reported to the 
appropriate agencies.

8,275'

MVU2 @ 9,381'

Wasatch @

Mverde @

MVL1 @

Longitude:

Top of Birds Nest Water @

Preset f/ GL @
2,565'

or equivalent BTC/LTC casing

KERR-McGEE OIL & GAS ONSHORE LP
DRILLING PROGRAM

10,300'

1,638'

9,642'

Note: 12.25" surface hole will usually be 
drilled ±400' below the bottom of lost 
circulation zone.  Drilled depth may be 
±200' of the estimated set depth depending 
on the acutal depth of the loss zone.              

November 18, 2009

Wasatch/Mesaverde
Regulatory Agencies:  BLM (MINERALS), Ute Tribe (SURFACE), UDOGM, Tri-County Health Dept.

5,029'

HCP-110 & I-80

4-1/2" 11.6#

1,861'
2,364'

Latitude: -109.654839
SE/4 NW/4 1,888' FNL 2,014' FWL

NBU 920-27F Drilling Program -Vertical well-greater than 9650' TD 111609.xlsNovember 18, 2009

KERR-McGEE OIL & GAS ONSHORE LPKerrmGee
DRILLINGPROGRAM

COMPANY NAME KERR-McGEE OIL & GAS ONSHORE LP DATE November 18, 2009
WELL NAME NBU 920-27F TD 10,300' MDITVD
FIELD Natural Buttes COUNTY Uintah STATE Utah FINISHED ELEVATION 4,815'
SURFACE LOCATION SEl4 NW/4 1,888' FNL 2,014' FWL Sec 27 T 9S R 20E Lot 4 BHL Straight Hole

Latitude: 40.008244 Longitude: -109.654839 NAD 83
OBJECTIVE ZONE(S) Wasatch/Mesaverde
ADDITIONALINFO Regulatory Agencies: BLM(MINERALS), Ute Tribe (SURFACE), UDOGM, Tri-County Health Dept.

e e -

e - e e a

e e • m •

40' 14"

11" 8-5/8", 28#, J-55, LTC Air mist

AII water flows encountered while
drilling will be reported to the
appropriate agencies.

Green River @ 1,638'
Top of Birds Nest Water @ 1,861'

Mahogany @ 2,364'

Preset fl GL @
2,565' MD

Note: 12.25" surface hole will usually be
drilled ±400' below the bottom of lost
circulation zone. Drilled depth may be
±200' of the estimated set depth depending
on the acutal depth of the loss zone.

Mud logging program TBD
Open hole logging program from TD - surf csg 7-i 8" 4-1/2" 11.6# Water/Fresh

HCP-110 & I-80 Water Mud

3r equivalent BTC/LTC casin 8.3-1
.2 ppg

Wasatch @ 5,029'

Mverde @ 8,275'

MVU2@ 9,381'

MVL1@ 9,642'

Max anticipated
Mud required

TD @ 10,300' 12.2 ppg

NBU 920-27F DrillingProgram -Ve e t an 00 TD 609. 15,



CASING PROGRAM
DESIGN FACTORS

SIZE INTERVAL WT. GR. CPLG. BURST COLLAPSE TENSION
CONDUCTOR 14"  

3,390 437,000
SURFACE to LTC 0.79* 6.08

7,780 278,000
PRODUCTION 4-1/2" to BTC 1.82 2.86

10,690 279,000
to LTC 2.50 42.23

*Burst on suface casing is controlled by fracture gradient as shoe with gas gradient above.
1)  Max Anticipated Surf. Press.(MASP) (Surf Csg) = (Pore Pressure at next csg point-(0.22 psi/ft-partial evac grad x TVD of next csg point))

2)  MASP (Prod Casing) = Pore Pressure at TD - (0.22 psi/ft-partial evac gradient x TD)
(Burst Assumptions:  TD = ppg)
(Collapse Assumption:  Fully Evacuated Casing, Max MW) (Tension Assumptions:  Air Weight of Casing*Buoy.Fact. of water)
MASP psi

3)  Maximum Anticipated Bottom Hole Pressure (MABHP) =  Pore Pressure at TD
(Burst Assumptions:  TD = ppg)
(Collapse Assumption:  Fully Evacuated Casing, Max MW) (Tension Assumptions:  Air Weight of Casing*Buoy.Fact. of water)
MABHP psi

CEMENT PROGRAM

FT. OF FILL DESCRIPTION SACKS EXCESS WEIGHT YIELD
SURFACE LEAD 500' 215 60% 1.18
Option 1

TOP OUT CMT (6 jobs) 1,200' 260 0% 1.18

SURFACE
Option 2 LEAD 2,065' 190 35% 3.82

TAIL 500 150 35% 1.18

TOP OUT CMT as required as req. 1.18

PRODUCTION LEAD 370 40% 3.38

TAIL 1,420 40% 1.31

*Substitute caliper hole volume plus 0% excess for LEAD if accurate caliper is obtained 
*Substitute caliper hole volume plus 10% excess for TAIL if accurate caliper is obtained 

FLOAT EQUIPMENT & CENTRALIZERS

SURFACE

PRODUCTION

ADDITIONAL INFORMATION

DRILLING  ENGINEER:                   DATE:

DRILLING  SUPERINTENDENT:                   DATE:

Drop Totco surveys every 2000'.  Maximum allowable hole angle is 5 degrees.
Most rigs have PVT Systems for mud monitoring. If no PVT is available, visual monitoring will be utililzed.

John Huycke / Emile Goodwin

15.60

15.60

NOTE:  If well will circulate water to surface, option 2 will be utilized

Premium cmt + 2% CaCl

+ 2% CaCl + 0.25 pps flocele

11.00

0 9600

08-5/8"

DRILLING PROGRAM

2565

Premium cmt + 2% CaCl

Prem cmt + 16% Gel + 10 pps gilsonite

HCP-110

20 gals sodium silicate + Premium cmt

10300

J-55

D.F. = 2.10
11.60

+ 0.1% R-3

+ 0.25 pps Flocele + 3% salt BWOC

+ 0.25 pps flocele

John Merkel / Lovel Young

Float shoe, 1 jt, float collar.  Centralize first 3 joints & every third joint for a total of 15 bow spring centralizers.

Guide shoe, 1 jt, insert float.  Centralize first 3 joints with bow spring centralizers. Thread lock guide shoe.

BOPE:  11" 5M with one annular and 2 rams.  The BOPE will be installed before the production hole is drilled and tested to 5,000 
psi (annular to 2,500 psi) prior to drilling out the surface casing shoe.  Record on chart recorder and tour sheet.  Function test 
rams on each trip.  Maintain safety valve and inside BOP on rig floor at all times.  Most rigs have top drives; however,  if used, the 
Kelly is to be equipped with upper and lower kelly valves.

Test casing head to 750 psi after installing.  Test surface casing to 1,500 psi prior to drilling out.

4,520' Premium Lite II  + 0.25 pps celloflake + 

50/50 Poz/G + 10% salt + 2% gel5,780'
5 pps gilsonite + 10% gel '+ 1% Retarder

14.30

KERR-McGEE OIL & GAS ONSHORE LP

Premium cmt + 2% CaCl 15.60
+ 0.25 pps flocele

Premium cmt + 2% CaCl 15.60

11.00

1.04

28.00
6,350

I-80

6,417

0.62 psi/ft = bottomhole gradient

12.2

4,151

12.2

0.22 psi/ft = gradient for partially evac wellbore

1.329600
8,650

0-40'
1,880

1.57

11.60

NBU 920-27F Drilling Program -Vertical well-greater than 9650' TD 111609.xlsNovember 18, 2009

KERR-McGEE OIL & GAS ONSHORE LP
DRILLING PROGRAM

CASING PROGRAM

CONDUCTOR 14" 0-40'

3,390 1,880 437,000
SURFACE 8-5/8" O to 2565 28.00 J-55 LTC 0.79* 1.57 6.08

7,780 6,350 278,000
PRODUCTION 4-1/2" 0 to 9600 11.60 |-80 BTC 1.82 1.04 2.86

10,690 8,650 279,000
9600 to 10300 11.60 HCP-110 LTC 2.50 1.32 42.23

*Burst on suface casing is controlled by fracture gradient as shoe with gas gradient above. D.F. = 2.10

1) Max Anticipated Surf. Press.(MASP) (Surf Csg) = (Pore Pressure at next csg point-(0.22 psilft-partial evac grad x TVD of next csg point))

2) MASP (Prod Casing) = Pore Pressure at TD - (0.22psilft-partial evac gradient x TD)
(Burst Assumptions: TD = 12.2 ppg) 0.22 psilft = gradient for partially evac wellbore
(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: Air Weight of Casing*Buoy.Fact. of water)
MASP 4,151 psi

3) Maximum Anticipated Bottom Hole Pressure (MABHP) = Pore Pressure at TD
(Burst Assumptions: TD = 12.2 ppg) 0.62 psilft = bottomhole gradient
(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: Air Weight of Casing*Buoy.Fact. of water)
MABHP 6,417 psi

CEMENT PROGRAM

SURFACE LEAD 500' Premium cmt + 2% CaCI 215 60% 15.60 1.18
Option 1 + 0.25 pps flocele

TOP OUT CMT(6 jobs) 1,200' 20 gals sodium silicate + Premium cmt 260 0% 15.60 1.18
+ 2% CaCI + 0.25 pps flocele

Premium cmt + 2% CaCI
SURFACE NOTE: If well will circulate water to surface, option 2 will be utilized
Option 2 LEAD 2,065' Prem cmt + 16% Gel + 10 pps gilsonite 190 35% 11.00 3.82

+ 0.25 pps Flocele + 3% salt BWOC
TAIL 500 Premium cmt + 2% CaCI 150 35% 15.60 1.18

+ 0.25 pps flocele
TOP OUT CMT as required Premium cmt + 2% CaCI as req. 15.60 1.18

PRODUCTION LEAD 4,520' Premium Lite II + 0.25 pps celloflake + 370 40% 11.00 3.38

5 pps gilsonite + 10% gel '+ 1% Retarder

TAIL 5,780' 50/50 Poz/G + 10% salt + 2% gel 1,420 40% 14.30 1.31
+ 0.1% R-3

*Substitute caliper hole volume plus 0% excess for LEAD if accurate caliper is obtained
*Substitute caliper hole volume plus 10% excess for TAIL ifaccurate caliper is obtained

FLOAT EQUIPMENT & CENTRALIZERS

SURFACE Guide shoe, 1 jt, insert float. Centralize first 3 joints with bow spring centralizers. Thread lock guide shoe.

PRODUCTION Float shoe, 1 jt, float collar. Centralize first 3 joints & every thirdjoint for a totalof 15 bow spring centralizers.

ADDITIONAL INFORMATION

Test casing head to 750 psi after installing. Test surface casing to 1,500 psi prior to drilling out.
BOPE: 11" 5M with one annular and 2 rams. The BOPE willbe installed before the production hole is drilled and tested to 5,000
psi (annular to 2,500 psi) prior to drilling out the surface casing shoe. Record on chart recorder and toursheet. Function test
rams on each trip. Maintain safety valve and inside BOP on rig floor at all times. Most rigs have top drives; however, if used, the
Kelly is to be equipped with upper and lower kelly valves.

Drop Totco surveys every 2000'. Maximum allowable hole angle is 5 degrees.
Most rigs have PVT Systems for mud monitoring. Ifno PVT is available, visual monitoring will be utililzed.

DRILLING ENGINEER: DATE:
John Huycke / Emile Goodwin

DRILLING SUPERINTENDENT: DATE:
John Merkel / Lovel Young

NBU 920-27F DrillingProgram -Ve e t an 00 TD 609. 15,



API Well No: 43047379010000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0582 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 920-27F 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047379010000

3. ADDRESS OF OPERATOR:  
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1888 FNL 2014 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 27 Township: 09.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

11/30/2009

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Kerr-McGee Oil & Gas Onshore LP (KMG) respectfully requests to change the
grade of surface drilling pipe for this well. The surface pipe grade is changing
FROM: J-55 LT&C TO: IJ-55 LT&C. Please see the attached drilling program

for additional details. If you have any questions, please contact the
undersigned. Thank you.

NAME (PLEASE PRINT)  
 Danielle Piernot

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 11/24/2009

PHONE NUMBER:
720 929-6007  Ext 

 

PHONE NUMBER
720 929-6156

November 24, 2009

November 25, 2009

iPI Well No: 43047379010000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5.LEASE D2ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS QFEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 920-27F

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047379010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007 Ext NATURAL BUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

1888 FNL 2014 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SENW Section: 27 Township: 09.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/30/2009
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Kerr-McGee Oil & Gas Onshore LP (KMG) respectfully requests to change the
grade of surface drilling pipe for this well. The surface pipe grade is changing Accepted by the

FROM: J-55 LT&C TO: IJ-55 LT&C. Please see the attached drilling program Utah Division of
for additional details. If you have any questions, please contact the Oil, Gas and Mining

undersigned. Thank you.
Date: No embet 2009

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Danielle Piernot 720 929-6156 Regulatory Analyst

SIGNATURE DATE
N/A 11/24/2009

RECEIVED November 24,



COMPANY NAME KERR-McGEE OIL & GAS ONSHORE LP DATE
WELL NAME TD 10,300' MD/TVD
FIELD Natural Buttes COUNTY Uintah STATE Utah FINISHED ELEVATION 4,815'
SURFACE LOCATION Sec 27 T 9S R 20E Lot 4 BHL Straight Hole

NAD 83
OBJECTIVE ZONE(S)
ADDITIONAL INFO

GEOLOGICAL MECHANICAL
FORMATION HOLE CASING MUD

LOGS TOPS DEPTH SIZE SIZE WEIGHT
40' 14"

11" 8-5/8", 28#, IJ-55, LTC Air mist

Green River @

Mahogany @

MD

Mud logging program TBD
Open hole logging program from TD - surf csg 7-7/8" Water/Fresh

Water Mud

8.3-12.2 ppg

 

Max anticipated
Mud required

TD @ 12.2 ppg

SE/4 NW/4 1,888' FNL 2,014' FWL
Latitude: -109.654839
Wasatch/Mesaverde
Regulatory Agencies:  BLM (MINERALS), Ute Tribe (SURFACE), UDOGM, Tri-County Health Dept.

5,029'

HCP-110 & I-80

4-1/2" 11.6#

1,861'
2,364'

KERR-McGEE OIL & GAS ONSHORE LP
DRILLING PROGRAM

10,300'

1,638'

9,642'

Note: 12.25" surface hole will usually be 
drilled ±400' below the bottom of lost 
circulation zone.  Drilled depth may be 
±200' of the estimated set depth depending 
on the acutal depth of the loss zone.              

November 24, 2009

Longitude:

Top of Birds Nest Water @

Preset f/ GL @
2,565'

or equivalent BTC/LTC casing

40.008244

All water flows encountered while 
drilling will be reported to the 
appropriate agencies.

8,275'

MVU2 @ 9,381'

Wasatch @

Mverde @

MVL1 @

NBU 920-27F

NBU 920-27F Drilling Program -Vertical well-greater than 9650' TD 112009.xlsNovember 24, 2009

KERR-McGEE OIL & GAS ONSHORE LPKerrmGee
DRILLINGPROGRAM

COMPANY NAME KERR-McGEE OIL & GAS ONSHORE LP DATE November 24, 2009
WELL NAME NBU 920-27F TD 10,300' MDITVD
FIELD Natural Buttes COUNTY Uintah STATE Utah FINISHED ELEVATION 4,815'
SURFACE LOCATION SEl4 NW/4 1,888' FNL 2,014' FWL Sec 27 T 9S R 20E Lot 4 BHL Straight Hole

Latitude: 40.008244 Longitude: -109.654839 NAD 83
OBJECTIVE ZONE(S) Wasatch/Mesaverde
ADDITIONALINFO Regulatory Agencies: BLM(MINERALS), Ute Tribe (SURFACE), UDOGM, Tri-County Health Dept.

e e -

e - e e a

e e • m •

40' 14"

11" 8-5/8", 28#, IJ-55, LTC Air mist

AII water flows encountered while
drilling will be reported to the
appropriate agencies.

Green River @ 1,638'
Top of Birds Nest Water @ 1,861'

Mahogany @ 2,364'

Preset fl GL @
2,565' MD

Note: 12.25" surface hole will usually be
drilled ±400' below the bottom of lost
circulation zone. Drilled depth may be
±200' of the estimated set depth depending
on the acutal depth of the loss zone.

Mud logging program TBD
Open hole logging program from TD - surf csg 7-i 8" 4-1/2" 11.6# Water/Fresh

HCP-110 & I-80 Water Mud

3r equivalent BTC/LTC casin 8.3-1
.2 ppg

Wasatch @ 5,029'

Mverde @ 8,275'

MVU2@ 9,381'

MVL1@ 9,642'

Max anticipated
Mud required

TD @ 10,300' 12.2 ppg

NBU 920-27F DrillingProgram -Ve e t an 500 D 009$,



CASING PROGRAM
DESIGN FACTORS

SIZE INTERVAL WT. GR. CPLG. BURST COLLAPSE TENSION
CONDUCTOR 14"  

3,390 348,000
SURFACE to LTC 0.79* 4.85

7,780 278,000
PRODUCTION 4-1/2" to BTC 1.82 2.86

10,690 279,000
to LTC 2.50 42.23

*Burst on suface casing is controlled by fracture gradient as shoe with gas gradient above.
1)  Max Anticipated Surf. Press.(MASP) (Surf Csg) = (Pore Pressure at next csg point-(0.22 psi/ft-partial evac grad x TVD of next csg point))

2)  MASP (Prod Casing) = Pore Pressure at TD - (0.22 psi/ft-partial evac gradient x TD)
(Burst Assumptions:  TD = ppg)
(Collapse Assumption:  Fully Evacuated Casing, Max MW) (Tension Assumptions:  Air Weight of Casing*Buoy.Fact. of water)
MASP psi

3)  Maximum Anticipated Bottom Hole Pressure (MABHP) =  Pore Pressure at TD
(Burst Assumptions:  TD = ppg)
(Collapse Assumption:  Fully Evacuated Casing, Max MW) (Tension Assumptions:  Air Weight of Casing*Buoy.Fact. of water)
MABHP psi

CEMENT PROGRAM

FT. OF FILL DESCRIPTION SACKS EXCESS WEIGHT YIELD
SURFACE LEAD 500' 215 60% 1.18
Option 1

TOP OUT CMT (6 jobs) 1,200' 260 0% 1.18

SURFACE
Option 2 LEAD 2,065' 190 35% 3.82

TAIL 500 150 35% 1.18

TOP OUT CMT as required as req. 1.18

PRODUCTION LEAD 370 40% 3.38

TAIL 1,420 40% 1.31

*Substitute caliper hole volume plus 0% excess for LEAD if accurate caliper is obtained 
*Substitute caliper hole volume plus 10% excess for TAIL if accurate caliper is obtained 

FLOAT EQUIPMENT & CENTRALIZERS

SURFACE

PRODUCTION

ADDITIONAL INFORMATION

DRILLING  ENGINEER:                   DATE:

DRILLING  SUPERINTENDENT:                   DATE:

1.329600
8,650

0-40'
1,880

1.57

11.60

6,417

0.62 psi/ft = bottomhole gradient

12.2

4,151

12.2

0.22 psi/ft = gradient for partially evac wellbore

1.04

28.00
6,350

I-80

Premium cmt + 2% CaCl 15.60
+ 0.25 pps flocele

Premium cmt + 2% CaCl 15.60

11.00

KERR-McGEE OIL & GAS ONSHORE LP

Test casing head to 750 psi after installing.  Test surface casing to 1,500 psi prior to drilling out.

4,520' Premium Lite II  + 0.25 pps celloflake + 

50/50 Poz/G + 10% salt + 2% gel5,780'
5 pps gilsonite + 10% gel '+ 1% Retarder

14.30

D.F. = 2.10
11.60

+ 0.1% R-3

+ 0.25 pps Flocele + 3% salt BWOC

+ 0.25 pps flocele

John Merkel / Lovel Young

Float shoe, 1 jt, float collar.  Centralize first 3 joints & every third joint for a total of 15 bow spring centralizers.

Guide shoe, 1 jt, insert float.  Centralize first 3 joints with bow spring centralizers. Thread lock guide shoe.

BOPE:  11" 5M with one annular and 2 rams.  The BOPE will be installed before the production hole is drilled and tested to 5,000 
psi (annular to 2,500 psi) prior to drilling out the surface casing shoe.  Record on chart recorder and tour sheet.  Function test 
rams on each trip.  Maintain safety valve and inside BOP on rig floor at all times.  Most rigs have top drives; however,  if used, the 
Kelly is to be equipped with upper and lower kelly valves.

2565

Premium cmt + 2% CaCl

Prem cmt + 16% Gel + 10 pps gilsonite

HCP-110

20 gals sodium silicate + Premium cmt

10300

IJ-55

0 9600

08-5/8"

DRILLING PROGRAM

11.00

Drop Totco surveys every 2000'.  Maximum allowable hole angle is 5 degrees.
Most rigs have PVT Systems for mud monitoring. If no PVT is available, visual monitoring will be utililzed.

John Huycke / Emile Goodwin

15.60

15.60

NOTE:  If well will circulate water to surface, option 2 will be utilized

Premium cmt + 2% CaCl

+ 2% CaCl + 0.25 pps flocele

NBU 920-27F Drilling Program -Vertical well-greater than 9650' TD 112009.xlsNovember 24, 2009

KERR-McGEE OIL & GAS ONSHORE LP
DRILLING PROGRAM

CASING PROGRAM

CONDUCTOR 14" 0-40'

3,390 1,880 348,000
SURFACE 8-5/8" O to 2565 28.00 IJ-55 LTC 0.79* 1.57 4.85

7,780 6,350 278,000
PRODUCTION 4-1/2" 0 to 9600 11.60 |-80 BTC 1.82 1.04 2.86

10,690 8,650 279,000
9600 to 10300 11.60 HCP-110 LTC 2.50 1.32 42.23

*Burst on suface casing is controlled by fracture gradient as shoe with gas gradient above. D.F. = 2.10

1) Max Anticipated Surf. Press.(MASP) (Surf Csg) = (Pore Pressure at next csg point-(0.22 psilft-partial evac grad x TVD of next csg point))

2) MASP (Prod Casing) = Pore Pressure at TD - (0.22psilft-partial evac gradient x TD)
(Burst Assumptions: TD = 12.2 ppg) 0.22 psilft = gradient for partially evac wellbore
(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: Air Weight of Casing*Buoy.Fact. of water)
MASP 4,151 psi

3) Maximum Anticipated Bottom Hole Pressure (MABHP) = Pore Pressure at TD
(Burst Assumptions: TD = 12.2 ppg) 0.62 psilft = bottomhole gradient
(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: Air Weight of Casing*Buoy.Fact. of water)
MABHP 6,417 psi

CEMENT PROGRAM

SURFACE LEAD 500' Premium cmt + 2% CaCI 215 60% 15.60 1.18
Option 1 + 0.25 pps flocele

TOP OUT CMT(6 jobs) 1,200' 20 gals sodium silicate + Premium cmt 260 0% 15.60 1.18
+ 2% CaCI + 0.25 pps flocele

Premium cmt + 2% CaCI
SURFACE NOTE: If well will circulate water to surface, option 2 will be utilized
Option 2 LEAD 2,065' Prem cmt + 16% Gel + 10 pps gilsonite 190 35% 11.00 3.82

+ 0.25 pps Flocele + 3% salt BWOC
TAIL 500 Premium cmt + 2% CaCI 150 35% 15.60 1.18

+ 0.25 pps flocele
TOP OUT CMT as required Premium cmt + 2% CaCI as req. 15.60 1.18

PRODUCTION LEAD 4,520' Premium Lite Il + 0.25 pps celloflake + 370 40% 11.00 3.38

5 pps gilsonite + 10% gel '+ 1% Retarder

TAIL 5,780' 50/50 Poz/G + 10% salt + 2% gel 1,420 40% 14.30 1.31
+ 0.1% R-3

*Substitute caliper hole volume plus 0% excess for LEAD if accurate caliper is obtained
*Substitute caliper hole volume plus 10% excess for TAIL ifaccurate caliper is obtained

FLOAT EQUIPMENT & CENTRALIZERS

SURFACE Guide shoe, 1 jt, insert float. Centralize first 3 joints with bow spring centralizers. Thread lock guide shoe.

PRODUCTION Float shoe, 1 jt, float collar. Centralize first 3 joints & every thirdjoint for a totalof 15 bow spring centralizers.

ADDITIONAL INFORMATION

Test casing head to 750 psi after installing. Test surface casing to 1,500 psi prior to drilling out.
BOPE: 11" 5M with one annular and 2 rams. The BOPE willbe installed before the production hole is drilled and tested to 5,000
psi (annular to 2,500 psi) prior to drilling out the surface casing shoe. Record on chart recorder and toursheet. Function test
rams on each trip. Maintain safety valve and inside BOP on rig floor at all times. Most rigs have top drives; however, if used, the
Kelly is to be equipped with upper and lower kelly valves.

Drop Totco surveys every 2000'. Maximum allowable hole angle is 5 degrees.
Most rigs have PVT Systems for mud monitoring. Ifno PVT is available, visual monitoring will be utililzed.

DRILLING ENGINEER: DATE:
John Huycke / Emile Goodwin

DRILLING SUPERINTENDENT: DATE:
John Merkel / Lovel Young

NBU 920-27F DrillingProgram -Ve e t an 500 D 009$,



API Well No: 43047379010000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0582 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 920-27F 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047379010000

3. ADDRESS OF OPERATOR:  
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1888 FNL 2014 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 27 Township: 09.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

1/26/2010

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 FINISHED DRILLING FROM 2850' TO 10,490' ON 1/24/2010. RAN 4-1/2"
11.6# I-80 PRODUCTION CASING. PUMP 40 BBLS SPACER. LEAD CMT W/740

SX CLASS PREM LITE @ 12.8 PPG, 1.85 YIELD. TAILED CMT W/1256 SX
CLASS G 50/50 POZ MIX @ 14.3 PPG, 1.31 YIELD. DISPLACED W/162 BBLS
WATER, BUMPED PLUG, FLOAT HELD. NO CMT TO SURFACE. N/D BOP, SET
PACK OFF. CLEAN PITS. RELEASE ENSIGN RIG 145 ON 1/26/2010 AT 09:30

HRS.

NAME (PLEASE PRINT)  
 Andy Lytle

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 1/28/2010

PHONE NUMBER:
720 929-6007  Ext 

 

PHONE NUMBER
720 929-6100

January 28, 2010

February 01, 2010

iPI Well No: 43047379010000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5.LEASE D2ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS QFEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 920-27F

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047379010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007 Ext NATURAL BUTTES

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: UINTAH

1888 FNL 2014 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SENW Section: 27 Township: 09.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/26/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

FINISHED DRILLING FROM 2850' TO 10,490' ON 1/24/2010. RAN 4-1/2"
11.6# I-80 PRODUCTION CASING. PUMP 40 BBLS SPACER. LEAD CMT W/74Accepted by the

SX CLASS PREM LITE @ 12.8 PPG, 1.85 YIELD. TAILED CMT W/1256 SX Utah Division of
CLASS G 50/50 POZ MIX @ 14.3 PPG, 1.31 YIELD. DISPLACED W/162 BBDil, Gas and Mining
WATER, BUMPED PLUG, FLOAT HELD. NO CMT TO SURFACE. N/D BOg TR RE LY
PACK OFF. CLEAN PITS. RELEASE ENSIGN RIG 145ON 1/26/2010 ATU9. ð' 0 , v

HRS.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Andy Lytle 720 929-6100 Regulatory Analyst

SIGNATURE DATE
N/A 1/28/2010

RECEIVED January 28,



API Well No: 43047379010000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0582 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 920-27F 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047379010000

3. ADDRESS OF OPERATOR:  
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1888 FNL 2014 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 27 Township: 09.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

3/7/2010

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 THE SUBJECT WELL WAS PLACED ON PRODUCTION ON 3/7/2010 AT 10:30
A.M. THE CHRONOLOGICAL WELL HISTORY WILL BE SUBMITTED WITH THE

WELL COMPLETION REPORT.

NAME (PLEASE PRINT)  
 Andy Lytle

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 3/8/2010

PHONE NUMBER:
720 929-6007  Ext 

 

PHONE NUMBER
720 929-6100

March 08, 2010

March 09, 2010

iPI Well No: 43047379010000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5.LEASE D2ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS QFEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 920-27F

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047379010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007 Ext NATURAL BUTTES

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: UINTAH

1888 FNL 2014 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SENW Section: 27 Township: 09.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR rtOD
e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/7/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THE SUBJECT WELL WAS PLACED ON PRODUCTION ON 3/7/2010 AT 10:30
A.M. THE CHRONOLOGICAL WELL HISTORY WILL BE SUBMITTED WITH THEAccepted by the

WELL COMPLETION REPORT. Utah Division of
Oil, Gas and Mining

FOR RECQggQgLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Andy Lytle 720 929-6100 Regulatory Analyst

SIGNATURE DATE
N/A 3/8/2010

RECEIVED March 08,



API Well No: 43047379010000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0582 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 920-27F 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047379010000

3. ADDRESS OF OPERATOR:  
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1888 FNL 2014 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 27 Township: 09.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

3/7/2010

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 THE SUBJECT WELL WAS PLACED ON PRODUCTION ON 3/7/2010 AT 10:30
A.M. THE CHRONOLOGICAL WELL HISTORY WILL BE SUBMITTED WITH THE

WELL COMPLETION REPORT.

NAME (PLEASE PRINT)  
 Andy Lytle

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 3/8/2010

PHONE NUMBER:
720 929-6007  Ext 

 

PHONE NUMBER
720 929-6100

March 08, 2010

March 09, 2010

iPI Well No: 43047379010000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5.LEASE D2ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS QFEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 920-27F

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047379010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007 Ext NATURAL BUTTES

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: UINTAH

1888 FNL 2014 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SENW Section: 27 Township: 09.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR rtOD
e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/7/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THE SUBJECT WELL WAS PLACED ON PRODUCTION ON 3/7/2010 AT 10:30
A.M. THE CHRONOLOGICAL WELL HISTORY WILL BE SUBMITTED WITH THEAccepted by the

WELL COMPLETION REPORT. Utah Division of
Oil, Gas and Mining

FOR RECQggQgLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Andy Lytle 720 929-6100 Regulatory Analyst

SIGNATURE DATE
N/A 3/8/2010

RECEIVED March 08,



O
Form 3160-4 UNITED STATES FORM APPROVED
(August2007) DEPARTMENT OF THE INTERIOR OMB No. 1004-0137

BUREAU OF LAND MANAGEMENT Expires: July 31, 2010

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. LeaseSerialNo.
UTUO582

la. Type of Well O Oil Well Gas Well O Dry 0 Other 6. If Indian, Allottee or Tribe Name
b. Type of Completion New Well O Work Over O Deepen O Plug Back O Diff. Resvr.

7. Unit or CA Agreement Name and No.Other UTU63047A
2. Name of Operator Contact: ANDYLYTLE 8. Lease Name and Wel1No.

KERR-MCGEE OIL&GASONSHORErl-Mail: andrew.lytle@anadarko.com NBU 920-27F
3. Address P.O. BOX 173779 3a. Phone No. (include area code) 9. API Well No.

DENVER, CO 80217 Ph: 720-929-6100 43-047-37901
4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Pool, or Exploratory

NATURALBUTTES
At surface SENW 1888FNL 2014FWL 40.00828 N Lat, 109.65415 W Lon 11. Sec., T., R., M., or Block and Survey
At top prod interval reported below SENW 1888FNL 2014FWL 40.00828 N Lat, 109.65415 W Lon or Area Sec 27 T9S R20E Mer SLB

(<¿.¶,sf/¾//., gg(F pgµ ¾ 12. County or Parish 13. State
At total depth SENW 1888FNL 2014FWL 4U U.0828 N Lat, 109.65415 W Lon UINTAH UT

14. Date Spudded 15. Date T.D. Reached 16. Date Completed 17. Elevations (DF, KB, RT, GL)*
01/28/2009 01/24/2010 OD & A g Ready to Prod. 4815 GL

03/07/2010
18. Total Depth: MD 10490 19. Plug Back T.D.: MD 10430 20. Del th Bridge Plug Set: MD

TVD 10488 TVD 10428 TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? No Yes (Submit analysis)

SDL/DSN/ACTR-BHV Was DST run? O No Yes (Submit analysis)
Directional Survey? es (Submit analysis)

23. Casing and Liner Record (Report all strings set in well)

Top Bottom Stage Cementer No. of Sks. & Slurry Vol.
Hole Size Size/Grade Wt. (#/ft.) CementTop* Amount Pulled

(MD) (MD) Depth Type of Cement (BBL)

20.000 14.000 STEEL 36.7 40 28
12.250 9.625 J-55 36.0 2814 695
7.875 4.500 1-80 11.6 10476 1996 0

24. Tubing Record

Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)
2.375| 9779 \ \

25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) WASATCH 6370 8050 6370 TO 8050 0.360 118 OPEN
B) MESAVERDE 8604 10194 8604 TO 10194 0.360 236 OPEN
C)
D)
27. Acid, Fracture, Treatment, Cement Squeeze, Etc.

Depth Interval Amount and Type of Material
6370 TO 8050 PMP 2,583 BBLS SLICK H20 & 110,183 LBS 30/50 SD.

8604 TO 10194 PMP 7,502 BBLS SLICK H20 &276,263 LBS 30/50 SD.

28. Production - IntervalA
Date First Test Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Date Tested Production BBL MCF BBL Corr. API Gravity

03/07/2010 03/11/2010 24 0.0 2020.0 533.0 FLOWS FROM WELL
Choke Tbg. Press. Csg. 24 Hr Oil Gas Water Gas:Oil Well Status
Size Flwg. 1344 Press. Rate BBL MCF BBL Ratio

20/64 SI 2263.0 0 2020 533 PGW
28a. Production - Interval B

Date First Test Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Date Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas:Oil Well Status
Size FIwg. Press. Rate BBL MCF BBL Ratio

SI

(See Instructions and spaces for additional data on reverse side)
ELECTRONIC SUBMISSION #83999 VERIFIED BY THE BLM WELL INFORMATION SYSTEM "=CE NED** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITIBB-

APR07



28b, Production - Interval C
Date First Test Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Date Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas:Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

28c. Production - Interval D
Date First Test Hours Test Oil Gas Water Oil Gravity Gas ProductionMethod
Produced Date Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr Oil Gas Water Gas;Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas(Sold, used forfuel,vented, etc.)
SOLD

30. Summary of Porous Zones (Include Aquifers): 31. Formation (Log) Markers
Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem
tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures
and recoveries.

TopFormation Top Bottom Descriptions, Contents, etc. Name
Meas. Depth

GREEN RIVER 1669
MAHOGANY 2394
WASATCH 5022 8320
MESAVERDE 8326 10490

32. Additional remarks (include plugging procedure):
ATTACHED TO THIS WE.L COMPLETION REPORT IS THE CHRONOLOGICALWELL HISTORY AND FINALSURVEY.

33. Circle enclosed attachments:
1. Electrical/Mechanical Logs (1 full set req'd.) 2. Geologic Report 3. DST Report 4. Directional Survey
5. Sundry Notice for plugging and cement verification 6. Core Analysis 7 Other:

34. I hereby certify that the foregoing and attached information is complete and correct as determinedfrom all available records (see attached instructions):
Electronic Submission #83999 Verified by the BLM Well Information System.

For KERR-MCGEE OIL&GAS ONSHORE, LP, sentto the Vernal

Name(please print) ANDYLYTLE Title REGULATORYANALYST

Signature ' ( egfolk hsŠn) Date 04/01/2010

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any departmentor agency
of the United States any false, fictitious or fradulent statements or representations as to any matter within its jurisdiction.

** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL



US ROCKIES REGION

1 General

1.1 Customer Information

Company US ROCKIES REGION
Representative
Address

1.2 Well Information

Well NBU 920-27F Wellbore No. OH
Well Name NBU920-27F Common Name NBU 920-27F
Project UTAH-UINTAH Site NBU 920-27F
Vertical Section North Reference True
Azimuth
Origin NIS Origin ElW
Spud Date 2/2/2009 UWI NBU 920-27F
Active Datum RKB @4,820.00ft(above Mean Sea Level)

2 Survey Name

2.1 Survey Name: PROD SURVEY

Survey Name PROD SURVEY Company APC
Started 1/20/2010 Ended
Tool Name MWD Engineer Anadarko

2.1.1 Tie On Point

MD Inc Azi TVD NIS EIW
(ft) (*) (*) (ft) (ft) (ft)

2,760.00 1.25 0.00 , 2,760.00 0.00 0.00

2.1.2 Survey Stations

Date Type MD Inc Azi TVD NIS EIW V. Sec DLeg Build Turn TFace
(ft) (*) (*) (ft) (ft) (ft) (ft) (*I100ft) ('l100ft) (°l100ft) (*)

1/20/2010 Tie On 2,760.00 1.25 0.00 2,760.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1/20/2010 NORMAL 2,941.00 0.26 217.74 2,940.99 1.65 -0.25 1.65 0.81 -0.55 -78.60

-173.76

NORMAL 4,026.00 0.88 35.54 4,025.95 6.48 3.09 6.48 0.11 0.06 16.39 178.30
NORMAL 5,010.00 1.41 141.45 5,009.83 3.16 15.02 3.16 0.19 0.05 10.76 133.04
NORMAL 6,000.00 2.20 153.14 5,999.34 -23.32 31.20 -23.32 0.09 0.08 1.18 30.91
NORMAL 6,980.00 1.58 122,90 6,978.82 -47.44 51.04 -47.44 0.12 -0.06 -3.09 -136.38

NORMAL 7,967.00 0.79 131.08 7,965.60 -59.30 67.60 -59.30 0.08 -0.08 0.83 171.98
NORMAL 8,982.00 0.88 106.29 8,980.50 -66.08 80.35 -66.08 0.04 0.01 -2.44 -88.62

1/25/2010 NORMAL 10,490.00 1.50 10,488.30 -49.59 91.47 -49.59 0.13 0.04 -7.05 -132.09

March 31, 2010 at 12:40 pm 1



US ROCKIESREGION

Operation Summary Report
Well: NBU 920-27F Spud Conductor: 1/28/2009 Spud Date: 2/2/2009

Project: UTAH-UINTAH Site: NBU 920-27F Rig Name No: PROPETRO/, ENSIGN145/145

Event: DRILLING Start Date: 1/28/2009 End Date: 1/26/2010
Active Datum: RKB @4,820.00ft(above Mean Sea Leve UWI:NBU 920-27F

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (ft)

2/2/2009 0:30 - 5:00 4.50 DRLSUR 02 D P DR1LLFI 40' TO 240'.
5:00 - 10:00 5.00 DRLSUR 22 A P WORK STUCK PIPE, PUMP ONW/ PRO-PETRO

PUMP. CLEAN HOLE. FREE PIPE, TRIP TO
CHECK BIT.

10:00 - 12:00 2.00 DRLSUR 06 A P TRIP BIT TO CHECK JETS.
12:00 - 0:00 12.00 DRLSUR 02 D P DRILL FI240' TO 810' (DRILL WI AIR HAMMER)

2/3/2009 0:00 - 12:00 12.00 DRLSUR 02 D P DRILL F/ 810' TO 1260' DRILLWI AIR HAMMER
12:00 - 0:00 12.00 DRLSUR 02 D P DRILL Fl 1260' TO 1380' TRIP FOR BIT.

2/4/2009 0:00 - 12:00 12.00 DRLSUR 02 D P RIG DRILLINGAHEAD NO WATER 1660'
12:00 - 0:00 12.00 DRLSUR 02 D P RIG DRILLINGAHEAD NO WATER 1950'

2/5/2009 0:00 - 12:00 12.00 DRLSUR 02 D P RIG DRILLINGAHEAD NO WATER 2250'
12:00 - 0:00 12.00 DRLSUR 02 D P RIG DRILLINGAHEAD NO WATER 2550'

2/6/2009 0:00 - 11:00 11.00 DRLSUR 02 D P RIG T/D @2850' CONDITION HOLE 1 HR RUN
SURVEY 1 DEG.

11:00 - 15:00 4.00 DRLSUR 06 A P TRIP DP OUT OF HOLE
15:00 - 19:00 4.00 DRLSUR 12 C P RUN 2810' OF 9 5/8 CSG AND 200' OF 1" PIPE RIG

DOWN AIR RIG
19:00 - 20:30 1.50 DRLSUR 12 E P CEMENT 1ST STAGE WITH 270 SKS LEAD @11#

3.82 23 GAL/SK AND 200 SKS TAIL @ 15.8# 1.15 5.(
GAL/SK GOOD RETURNSTHRU OUT JOB + - 25
BBL LEAD CMT TO PIT LAND PLUG FLOATS HELD

20:30 - 21:00 0.50 DRLSUR 12 E P 1ST TOP JOB 125 SKS DOWN 1" PIPE GOOD CMT
TO SURFACE ANDFELL BACK WOC

21:00 - 22:00 1.00 DRLSUR 12 E P 2ND TOP JOB 100 SKS DOWN BS GOOD CMT TO
SURFACE AND STAYED AT SURFACE

22:00 - 22:00 0.00 DRLSUR NO VISIBLE LEAKS PIT 10% FULL WORT
1/12/2010 5:00 - 0:00 19.00 RDMO 01 A P RDRT AND PREPARE TO MOVE THE RIG WITH

JONES TRUCKING. LAYDERRICK OVER AT 21:00
HRS. MOVED THEFRONT YARD, CAMP, ALL MUD
MATERIALS AND SET THE MATTING BOARDS
AROUND THE WELL HEAD.

1/13/2010 0:00 - 7:00 7.00 RDMO 01 A P WAITON DAYLIGHT,RDRT AND PREPARE TO
MOVE.

7:00 - 14:00 7.00 RDMO 01 A P HELD PRE MOVE DRIVERS MEETING,UNPIN
DERRICK, MOVE OFF THE NBU 920-22J. RIG OFF
LOCATION AT 10:30 AM. RODE RIG OVER AND
SPOT EQUIPMENT, RELEASED TRUCKS @14:00
HRS.

14:00 - 0:00 10.00 RDMO 01 A P CONTINUE RU. STRING DERRICK AND RAISE
SAME @21:00 HRS. RIG UP FLOOR, HOOK UP
ELECTRICAL, WATER STEAM AIR LINES. 80%
MOVED, HOOK UP BECKET, UNCHAIN AND HOOK
UP IDM, 90% RIGGED UP.

1/14/2010 0:00 - 1:00 1.00 MIRU 01 A P RIG UP, HOOKUP HYDRAULIC LINES TO
DERRICK, CENTER RIG OVER THE HOLE AND
LEVEL.

1:00 - 3:30 2.50 MIRU 01 A P SET CARWALK, SPOOL WINCHES, UNCHAIN IDM.
3:30 - 7:30 4.00 MIRU 08 B Z LOSS COMM TO MOTION CONTROLLER, ATTEMT

TO MANUALLYFUNCTION BOARD DOWN WITH
OUT SUCESS.

7:30 - 9:00 1.50 MIRU 01 A P RAISE GAS BUSTER, HOOK UP MUD LINES,
HYDRAULICMECHANIC REPAIRED MOTION
CONTROL PROBLEM.

9:00 - 9:30 0.50 MIRU 01 A P LOWER RACKING BOARD, VISUALLYCONFIRM
PIN IN BOARD AND IDM.

3/31/2010 12:37:36PM



US ROCKIESREGION

Operation Summary Report
Well: NBU 920-27F Spud Conductor: 1/28/2009 Spud Date: 2/2/2009

Project: UTAH-UINTAH Site: NBU 920-27F Rig Name No: PROPETRO/, ENSIGN 145/145

Event: DRILLING Starl Date: 1/28/2009 End Date: 1/26/2010
Active Datum: RKB @4,820.00ft(above Mean Sea Leve UWl: NBU920-27F

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) | Code (ft)

9:30 - 11:00 1.50 MIRU 01 A P SPOOL DRILL LINE ONTO THE DRUM.
11:00 - 13:00 2.00 MIRU 01 A P REMOVE BLOCK CHAINS, LOWER BLOCKS AND

HOOK BECKET TO THE TOP DRIVE.
13:00 - 14:00 1.00 MIRU 01 A P CHANGE SAVER SUB, HOOK UP FOW LINE TO

SHAKER.
14:00 - 17:00 3.00 MIRU 14 A P LIFT STACK AND ADJUST BOP LOCK DOWN

ADAPTOR, HOOK UP CHOKE LINE, FLOW LINE
AND HYDRAULIC LINES UNDER THE FLOOR,
PREPARE TO TEST BOP.

17:00 - 23:00 6.00 MIRU 15 A P TEST BLIND RAMS, PIPE RAMS, FLOOR VALVES
CHOKE, CHOKE MANIFOLDAND ALL RELATED
VALVES TO 250 AND 5000 PSI. TEST HYDRILTO
250 AND 2500 PSI. TEST CASING TO 1500 PSI FOR
30 MINUTES.

23:00 - 23:30 0.50 MIRU 14 B P INSTALLTHE WEAR BUSHING
23:30 - 0:00 0.50 MIRU 06 A P PRE SPUD RIG INSPECTION

1/15/2010 0:00 - 1:00 1.00 DRLPRO 23 P PRE SPUD RIG INSPECTION
1:00 - 7:30 6.50 DRLPRO 06 A P PU Q506F ON 1.5 DEG. BH, 7/8 LOBE, 3.5 STAGE

MOTOR, 7 1/2" STABILIZER, NMDC, HOS, NMDC, 6-
6 1/2" DC'S, 18 HWDP, TlH PU SINGLESOFF RACK
TO 2720'.

7:30 - 8:30 1.00 DRLPRO 08 A Z TROUBLE SHOOT ELECTRICAL PROBLEM TO
SHAKER PIT. WORK ON VALVES TO PUMPS.
THAW OUT ICE PLUG IN KELLYHOSE.

8:30 - 14:30 6.00 DRLPRO 08 A Z KELLYHOSE FROZEN FULL OF MUD. REMOVE
KELLYHOSE FROM TOP DRIVE AND THAW OUT
WITH STEAM.

14:30 - 16:00 1.50 DRLPRO 02 F P DRILLTHE SHOE TRACK
16:00 - 0:00 8.00 DRLPRO 02 B P DRILL 2750'-3542' (692') 86.5'lHR. WOB-14-18, PP

1250-1750, GPM-460, ROTARY RPM-40-50,
MOTOR RPM-95, DIF PSI-200-450, MW-9.8, VIS-34

1/16/2010 0:00 - 6:00 6.00 DRLPRO 02 B P DRILL 3542'-4128' (586') 97.6'lHR. WOB-14-22, PP
1250-1750, GPM- 460, ROTARY RPM-40-50,
MOTOR RPM-95, DIF PSI-200-500, MW-9.8, VIS-34

6:00 - 6:30 0.50 DRLPRO 07 A P SERVICE RIG, REPAIR PLC
6:30 - 16:00 9.50 DRLPRO 02 B P DRILL4128'-5003' (875') 92.1'lHR. WOB-14-22, PP

1750-2150, GPM-400, ROTARY RPM-40-50,
MOTOR RPM-95, DIF PSI-200-400, MW-10.0,
VIS-34

16:00 - 16:30 0.50 DRLPRO 08 B Z REPAIR VALVE ON THE IDM GRABBER SHOE.
16:30 - 0:00 7.50 DRLPRO 02 B P DRILL 5003'-5632' (629') 83.8'lHR. WOB-14-22, PP

1900-2350, GPM- 400, ROTARY RPM-40-50,
MOTOR RPM-95, DIF PSI-200-400, MW-10.3,
VIS-34. BGG 24-45

, CG 400-800
1/17/2010 0:00 - 15:00 15.00 DRLPRO 02 B P DRILL5632'- 6814' (1182') 78.8'lHR. WOB-14-22, PP

2150-2650, GPM-460, ROTARY RPM-40-50,
MOTOR RPM-95, DIF PSI-200-500, MW-10.3,
VIS-34. BGG 24-45

, CG 800-1350
15:00 - 15:30 0.50 DRLPRO 07 A P SERVICE RIG
15:30 - 0:00 8.50 DRLPRO 02 B P DRILL 6814'-7272' (458') 53.8'lHR. WOB-14-24, PP

2150-2450, GPM- 460, ROTARYRPM-40-50,
MOTOR RPM-95, DIF PSI-200-300, MW-10.9,
VIS-43. BGG 400-800

, CG 800-2200
1/18/2010 0:00 - 10:00 10.00 DRLPRO 02 B P DRILL 7272'- 7595' (323') 32.3'lHR. WOB-14-24, PP

2150-2450, GPM- 460, ROTARYRPM-40-50,
MOTOR RPM-95, DIF PSI-200-300, MW-11.1,
VIS-43. BGG 200-400

, CG 800-1250
10:00 - 10:30 0.50 DRLPRO 07 A P RIG SERVICE
10:30 - 11:00 0.50 DRLPRO 07 C P CHANGE OUT ROTATING HEAD INSERT
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US ROCKIESREGION

Operation Summary Report
Well: NBU 920-27F Spud Conductor: 1/28/2009 Spud Date: 2/2/2009
Project: UTAH-UINTAH Site: NBU 920-27F Rig Name No: PROPETRO/, ENSIGN 145/145

Event: DRILLING Start Date: 1/28/2009 End Date: 1/26/2010
Active Datum: RKB @4,820.00ft(above Mean Sea Leve UWl: NBU 920-27F

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (ft)

11:00 - 0:00 13.00 DRLPRO 02 B P DRILL 7595'-8070' (475') 36.5'/HR. WOB-18-24, PP
2350-2800, GPM- 460, ROTARY RPM-40-50,
MOTOR RPM-95, DIF PSI-200-450, MW-11.2,
VIS-43. BGG 200-400

, CG 550-1800
1/19/2010 0:00 - 12:30 12.50 DRLPRO 02 B P DRILL 8070'-8486' (416') 33.2'lHR. WOB-18-24, PP

2350-2800, GPM- 460, ROTARY RPM-40-50,
MOTOR RPM-95, DIF PSI-200-450, MW-11.2,
VIS-43. BGG 100-200

, CG 500-1250
12:30 - 13:00 0.50 DRLPRO 07 A P RIG SERVICE
13:00 - 0:00 11.00 DRLPRO 02 B P DRILL 8486'- 8855 (369') 33.5'/HR. WOB-18-24, PP

2500-2900, GPM- 460, ROTARY RPM-40-50,
MOTOR RPM-95, DIF PSI-200-400, MW-11.7,
VIS-46. BGG 20-40

, CG 300-800
1/20/2010 0:00 - 6:00 6.00 DRLPRO 02 B P DRILL 8855'-9034' (179') 29.8'lHR. WOB-18-24, PP

2500-2900, GPM- 460, ROTARY RPM-40-50,
MOTOR RPM-95, DIF PSI-200-400, MW-11.7,
VIS-46. BGG 20-40

, CG 300-800
6:00 - 7:00 1.00 DRLPRO 05 C P CIRCULATE BOTTOMS UP. MIXAND PUMP A

SLUG.
7:00 - 12:30 5.50 DRLPRO 06 A P TRIP FOR BIT

12:30 - 13:30 1.00 DRLPRO 08 B Z REPAIR COLLAR GATE
13:30 - 15:30 2.00 DRLPRO 06 A P TRIP FOR BIT, LD BIT & MOTOR
15:30 - 16:00 0.50 DRLPRO 06 A P PU BIT & MOTOR,SCRIBE TOOLS
16:00 - 22:30 6.50 DRLPRO 06 A P TRIP IN HOLE WI NEW BIT
22:30 - 0:00 1.50 DRLPRO 05 A P CIRC OUT TRIP GAS, REAM LAST JT TO BOTTOM,

1800 UNITS TRIP GAS
1/21/2010 0:00 - 1:30 1.50 DRLPRO 08 A Z THAW OUT GAS BUSTER, DRAIN FLARE LINE

1:30 - 10:00 8.50 DRLPRO 02 B P DRILL 9034' TO 9160 (126') WOB-18-35, PP
2500-2900, GPM-460, ROTARY RPM-40-50,
MOTOR RPM-95, DIF PSI-30-400, MW-12.2, VIS-46.
BGG 20-40

, CG 100
SEVER BIT BALLING,TRIED VARIOUS BIT VVf,
PUMP RATES &PUMPED NUT HULLS TO TRY TO
CLEAR BALLING

10:00 - 10:30 0.50 DRLPRO 08 B Z RIG REPAIR, TROUBLE SHOOT POWER TO TOP
DRIVE

10:30 - 0:00 13.50 DRLPRO 02 B P DRILL 9160 TO 9360 (200') WOB-18-35, PP
2500-2900, GPM-460, ROTARY RPM-40-50,
MOTOR RPM-95, DIF PSI-30-400, MW-12.2, VIS-46.
BGG 20-40

, CG 100
SEVER BIT BALLING,TRIED VARIOUSBIT WT,
PUMP RATES & PUMPED NUT HULLS

1/22/2010 0:00 - 13:30 13.50 DRLPRO 02 B P DRILL 9360 TO 9664 (304') WOB-18-35, PP
2500-2900, GPM- 460, ROTARY RPM-40-50,
MOTOR RPM-95, DIF PSI-30-400, MW-12.2, VIS-46.
BGG 20-40

, CG 100
SEVER BIT BALLING,TRIED VARIOUSBIT WT,
PUMP RATES & PUMPED NUT HULLS, STARTED
DRILLING BETTER AROUND 04:30

13:30 - 14:00 0.50 DRLPRO 07 A P LUBRICATE RIG
14:00 - 18:30 4.50 DRLPRO 02 B P DRILL 9664 TO 9764 (100') WOB-18-35, PP

2500-2900, GPM- 460, ROTARY RPM-40-50,
MOTOR RPM-95, DIF PSI-30-400, MW-12.4, VIS-44.
BGG 20-560

, CG 100-120, LOST DIF, LOST
P-RATE

18:30 - 19:30 1.00 DRLPRO 05 C P CIRC HOLE CLEAN, MIX & PUMP PILL
19:30 - 0:00 4.50 DRLPRO 06 A P TRIP FOR BIT

1/23/2010 0:00 - 1:30 1.50 DRLPRO 06 A P TRIP FOR BIT
1:30 - 2:30 1.00 DRLPRO 06 A P LD BIT & MOTOR, PU BIT & MOTOR
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US ROCKIESREGION

Operation Summary Report
Well: NBU 920-27F Spud Conductor: 1/28/2009 Spud Date: 2/2/2009

Project: UTAH-UINTAH Site: NBU 920-27F Rig Name No: PROPETRO/, ENSIGN 145/145

Event: DRILLING Start Date: 1/28/2009 End Date: 1/26/2010
Active Datum: RKB @4,820.00ft(above Mean Sea Leve UWl: NBU 920-27F

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End _(hr) I Code (ft)

2:30 - 9:30 7.00 DRLPRO 06 A P TRIP IN HOLE, KELLYUP & REAM 6252 TO 6338,
6667 TO 6696, 6719 TO 6783, 8067 TO 8126

9:30 - 13:30 4.00 DRLPRO 02 B P DRILL 9764 TO 9846 (82') WOB-18-35, PP
2500-2900, GPM- 460, ROTARY RPM-40-50,
MOTOR RPM-74, DIF PSI-30-400, MW-12.5, VIS-46.
BGG 20-400

, CG 100
13:30 - 14:00 0.50 DRLPRO 07 A P LUBRICATE RIG
14:00 - 0:00 10.00 DRLPRO 02 B P DRILL9846 TO 10131 (285') WOB-18-35, PP

2500-2900, GPM-460, ROTARY RPM-40-50,
MOTOR RPM-74, DIF PSI-30-400, MW-12.6, VIS-44.
BGG 50-1500

, CG 100
1/24/2010 0:00 - 12:00 12.00 DRLPRO 02 B P DRILL 10131 TO 10490, TD, (359') WOB-18-24, PP

2500-2900, GPM- 460, ROTARY RPM-40-50,
MOTOR RPM-74, DIF PSI-30-400, MW-12.7, VIS-44.
BGG 20-400

, CG 100
12:00 - 14:00 2.00 DRLPRO 05 F P PUMP SWEEPS, CIRCHOLE 2 BOTTOMS UP
14:00 - 18:30 4.50 DRLPRO 06 E P WIPER TRIP TO 6000
18:30 - 20:30 2.00 DRLPRO 05 F P PUMP SWEEPS, CIRCHOLE 2 BOTTOMS UP,

PUMP PILL
20:30 - 0:00 3.50 DRLPRO 06 A P DROP SURVEY, POOH & LD DRILL PIPE

1/25/2010 0:00 - 6:00 6.00 DRLPRO 06 A P LD DRILL PIPE & BHA
6:00 - 8:30 2.50 DRLPRO 11 D P RU LOGGERS
8:30 - 13:00 4.50 DRLPRO 11 D P RUN TRIPLE COMBO, LOGGERS DEPTH 10501 TO

SURFACE SHOE.
13:00 - 15:00 2.00 DRLPRO 11 D P RD LOGGERS
15:00 - 16:00 1.00 DRLPRO 12 A P HOLD SAFETY MEETING, RU CASING CREW
16:00 - 0:00 8.00 DRLPRO 12 C P RUN24 JTS P-110, 225 JTS I-80, 11.6#, 4 1/2 CSG,

LANDED SHOE AT 10476.03, FLOAT COLLAR AT
10432.68

1/26/2010 0:00 - 2:00 2.00 DRLPRO 05 D P CIRCULATE OUT TRIP GAS, MAX 500 UNITS, NO
FLARE

2:00 - 4:30 2.50 DRLPRO 12 E P PUMP 40 BBLS SPACER, 244 BBLS, 740 SX, 12.8#
LEAD, 293 BBLS,1256 SX, 14.3# TAIL, DISPLACED
WI162 BBLS WATER, BUMPED PLUG, FLOAT
HELD,NOCMTTOSURFACE,RECOVERED30
BBLS H2O OF 40 BBL SPACER

4:30 - 5:30 1.00 DRLPRO 01 E P ND BOP, SET PACK OFF
5:30 - 9:30 4.00 DRLPRO 01 E P CLEAN PITS, RELEASE RIG AT 09:30
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US ROCKIESREGION

Operation Summary Report
Well: NBU920-27F Spud Conductor: 1/28/2009 Spud Date: 2/2/2009

Project: UTAH-UINTAH Site: NBU 920-27F Rig Name No: PROPETRO/, ENSIGN 145/145

Event: DRILLING Start Date: 1/28/2009 End Date: 1/26/2010
Active Datum: RKB @4,820.00ft(above Mean Sea Leve UWl: NBU 920-27F

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (ft)

9:30 - 9:30 0.00 DRLPRO CONDUCTOR CASING:
Depth set:
Cement sks used:

IF SURFACE PRESET:
Spud dateltime: 2/2/2009 0030 AM

SURFACE HOLE:
From depth: 0
To depth: 2850
Total SURFACE hours: 59
Casing size: 9 5/8
# of casing joints ran: 66
Casing set MD: 2814.1
# of cement sks: 695
Cement blend: HI FILL
Cement yield: 3.82
# of bbis returned to surface: 0
Describe: TOP OUT 225 SX 15.8 #

PRODUCTION:
Rig Move start dateltime: 1/12/2010 5:00
Rig Move finish dateltime: 1/13/2001 14:00
Total MOVE hours: 33
Production Rig Spud dateltime: 1/15/2010 14:30
Rig Release dateltime: 1/26/2010 9:30
Total SPUD to RIG RELEASE hours: 259
Planned depth MD/TVD: 10490 / 10490
Actual MDíTVD: 11490 / 10488
Open Wells costs (case and suspend): 1038088
AFE case and suspend: 1235600
Open wells $/ft: 90.03

PRODUCTION HOLE:
From depth: 2850
To depth: 11490
Total PRODUCTION hours: 173
Casing size: 4 1/2

# of casing joints ran: 249
Casing set MD: 11476
# of cement sks: 1996
Cement blend: PREM LITE
Cement yield: 1.85
..or 2 stage:
Estimated TOC both lead and tailor Stage 1 and 2:

LEAD TOC-300, TAILTOC-4500

DIRECTIONAL INFO:
KOP:
Max angle: 2.2
Departure: 66.08
Max dogleg MD: 0.081
Describe: DRILLED STEADY, BIT BALLINGMID
HOLE, NOSURPRIZES
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US ROCKIESREGION

Operation Summary Report
Well: NBU 920-27F Spud Conductor:1/28/2009 Spud Date: 2/2/2009

Project: UTAH-UINTAH Site: NBU 920-27F Rig Name No: GWS 1/1

Event: COMPLETION Start Date: 2/26/2010 End Date:
Active Datum: RKB @4,820.00ft(above Mean Sea Leve UWl: NBU 920-27F

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (ft)

3/1/2010 6:30 - 7:00 0.50 COMP 48 P HSM. RIGGING UP RIG& TRIPPING PIPE
7:00 - 15:30 8.50 COMP 31 I P RU RIG & SPOT IN EQUIPMENT. ND WELL HEAD

NU BOP.
PU 3 7/8" BIT & SUB DRIFT TALLY237 JTS TO
7,513'. POOH WITBG.
ND BOP NU FRAC VALVES.
SWI SDFN

3/2/2010 7:00 - 7:30 0.50 COMP 48 P HSM. PRESSURE TESTING CASING &
PERFORATING.

7:30 - 15:00 7.50 COMP 33 C P MIRU B&C QUICK TEST. PRESSURE TEST
CASING & BOTH FRAC VALVES TO 7,000 PSI.
GOOD TEST. RDMO B&C QUICK TEST. MUIR
CUTTERS.
PU 3 1/8" EXP GNS, 23 GRM, .36 HOLES, 90 & 120
DEG PHASING.
RIH & PERF 10,190'-94 4SPF, 10,094'-96' 3SPF,
10,078'-80' 3SPF, 10,052'-56' 3SPF, 40 HOLES.
STAND BACK CUTTERS LUB. MIRU FRAC TECH.
PREPPED TO FRACIN AM. SWI SDFN

3/3/2010 6:30 - 7:00 0.50 COMP 48 P HSM. FRACING & PERFORATING
7:00 - 7:54 0.90 COMP 36 B P PRIME UP PUMPS & LINES & PRESSURE TEST

SURFACE EQUIPMENT TO 8,000 PSI.
STG 1 ) WHP 1,950 PSl, BRK 4,085 PSI @5.8 BPM,
ISIP 3,321 PSI, FG .76.

PUMP 100 BBLS @48 BPM @6,500 PSl= 70%
HOLES OPEN.
MP 6,906 PSI, MR 48.1 BPM, AP 6,319 PSI, AR 48
BPM, ISIP 3,538 PSI, FG .78, NPI 217 PSI.
PMP 1,201 BBLS OF SW & 32,713 LBS OF 30/50
SND & 5,000 LBSOF 20/40 RESlN SND. TOTAL
PROP PUMPED 37,713.

7:54 - 9:57 2.05 COMP 36 B P STG 2) PU 4 1/2" HALLIBURTONCBP &3 1/8" EXP
GNS, 23 GRM, .36 HOLES, 90 DEG PHASING,
RIH SET CBP @10020' & PERF 9,990'-92 4SPF,
9,948'-50' 4SPF, 9,904'-06' 4SPF, 9,874'-76' 4SPF,
9,802'-04' 4SPF, 40 HOLES.
WHP 1,720 PSI, BRK 3,709 PSI @5.4 BPM, ISIP
3,368 PSI, FG .77.

PUMP 100 BBLS @45 BPM @6,425 PSl= 60%
HOLES OPEN.
MP 6,900 PSI, MR 50.8 BPM, AP 6,420 PSI, AR 48.7
BPM, ISIP 3,468 PSI, FG .78, NPl 100 PSI.
PMP 1,402 BBLSOF SW & 50,084 LBS OF 30/50
SND &5,000 LBS OF 20/40 RESIN SND. TOTAL
PROP PUMPED 55,084.

9:57 - 11:36 1.65 COMP 36 B P STG 3) PU 4 1/2" HALLIBURTONCBP &3 1/8" EXP
GNS, 23 GRM, .36 HOLES, 90 DEGPHASING,
RIH SET CBP @9,784' & PERF 9,752'-54 4SPF,
9,716'-20' 4SPF, 9,486'-90' 4SPF, 40 HOLES.
WHP 2,925 PSI, BRK 3,380 PSI @5.7 BPM, ISIP
3,033 PSI, FG .77.

PUMP 100 BBLS @46 BPM @6,250 PSl= 60%
HOLES OPEN.
MP 6,700 PSI, MR 49.8 BPM, AP 5,790 PSI, AR 48.8
BPM, ISIP 3,233 PSI, FG .77, NPI 200 PSI.
PMP 966 BBLS OF SW & 29,228 LBS OF 30/50 SND
& 5,000 LBS OF 20/40 RESIN SND. TOTAL PROP
PUMPED 34,228.

3/31/2010 12:38:33PM



US ROCKlES REGION

Operation Summary Report
Well: NBU 920-27F Spud Conductor: 1/28/2009 Spud Date: 2/2/2009

Project: UTAH-UINTAH Site: NBU 920-27F Rig Name No: GWS 1/1

Event: COMPLETION Start Date: 2/26/2010 End Date:
Active Datum: RKB @4,820.00ft(above Mean Sea Leve UWI: NBU 920-27F

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (ft)

11:36 - 13:00 1.40 COMP 36 B P STG 4) PU 4 1/2" HALLIBURTON CBP & 3 1/8" EXP
GNS, 23 GRM, .36 HOLES, 90 DEG PHASING,
RIH SET CBP @9,448' & PERF 9,414'-18 4SPF,
9,364'-66' 4SPF, 9,310'-12' 4SPF, 9,248'-52' 38
HOLES.
WHP 1,575 PSI, BRK 3,438 PSI @5.7 BPM, ISIP
3,174 PSi, FG .77.

PUMP 100 BBLS @48 BPM @6,400 PSI= 66%
HOLES OPEN.
MP 6,650 PSI, MR 49.7 BPM, AP 5,990 PSi, AR 49.1
BPM, ISIP3,327 PSI, FG .80, NPI 200 PSI.
PMP 993 BBLS OF SW & 32,118 LBS OF 30/50 SND
& 5,000 LBS OF 20/40 RESINSND. TOTAL PROP
PUMPED 37,118.

13:00 - 14:29 1.48 COMP 36 B P STG 5) PU 4 1/2" HALLIBURTON CBP &3 1/8" EXP
GNS, 23 GRM, .36 HOLES, 90 & 120 DEG PHASING.
R1HSET CBP @9,162' & PERF 9,130'-32 4SPF,
9,080'-82' 4SPF, 9,052'-56' 3SPF, 8,928'-32' 3SPF, 4(
HOLES.
WHP 1,100 PSI, BRK 3,826 PSI @5.4 BPM, ISIP
3,086 PSI, FG .77.

PUMP 100 BBLS @48 BPM @6,300 PSI= 64%
HOLES OPEN.
MP 6,736 PSI, MR 49.9 BPM, AP 5,778 PSI, AR 48.5
BPM, ISIP 3,292 PSI, FG .80, NPI 206 PSI.
PMP896 BBLS OF SW & 27,858 LBS OF 30/50 SND
& 5,000 LBS OF 20/40 RESIN SND. TOTAL PROP
PUMPED 32,858.

14:29 - 16:10 1.68 COMP 36 B P STG 6) PU 4 1/2" HALLIBURTON CBP &3 1/8" EXP
GNS, 23 GRM, .36 HOLES, 90 & 120 DEG PHASING.
RIH SET CBP @8,834' & PERF 8,802'-04 4SPF,
8,778'-82' 3SPF, 8,748'-50' 3SPF, 8,662'-64' 3SPF,
8,604'-06' 3SPF, 38 HOLES.
WHP 830 PSI, BRK 3,203 PSI @5.3 BPM, ISIP 2,815
PSI, FG .76.

PUMP 100 BBLS @44 BPM @5,725 PSl=60%
HOLES OPEN.
MP 6,890 PSI, MR 49.6 BPM, AP 5,513 PSI, AR 49.4
BPM, ISIP 3,315 PSi, FG .81, NPI 500 PSI.
PMP 2,044 BBLS OF SW & 74,262 LBS OF 30/50
SND & 5,000 LBS OF 20/40 RESlN SND. TOTAL
PROP PUMPED 79,262.

16:10 - 18:00 1.83 COMP 34 H P STG 7) PU 4 1/2" HALLIBURTONCBP &3 1/8" EXP
GNS, 23 GRM, .36 HOLES,90 & 120 DEG PHASING.
RlH SET CBP @8,080' & PERF 8,048'-504SPF,
7,944'-48' 3SPF, 7,852'-56' 3SPF, 7,824'-26' 3SPF,
38 HOLES.
POOH W WIRE LINE. WINTERIZE WELL HEAD.
SWI SDFN

3/4/2010 6:30 - 7:00 0.50 COMP 48 P HSM. FRACING &PERFORATING
7:00 - 7:42 0.70 COMP 36 B P STG 7 ) WHP 1,677 PSI, BRK 3,266 PSI @5.9 BPM,

ISIP 2,477 PSI, FG .75.

PUMP 100 BBLS @48 BPM @ 5,500 PSI= 68%
HOLES OPEN.
MP 6,450 PSI, MR 50 BPM, AP 5,315 PSI, AR 49.4
BPM, ISlP 3,300 PSI, FG .85, NP1823 PSI.
PMP 646 BBLS OF SW & 19,350 LBS OF 30/50 SND
& 5,000 LBS OF 20/40 RESIN SND. TOTAL PROP
PUMPED 24,350.

3/31/2010 12:38:33PM



US ROCKIESREGION

Operation Summary Report
Well: NBU 920-27F Spud Conductor: 1/28/2009 Spud Date: 2/2/2009
Project: UTAH-UINTAH Site: NBU 920-27F Rig Name No: GWS 1/1

Event: COMPLETION Start Date: 2/26/2010 End Date:
Active Datum: RKB @4,820.00ft(above Mean Sea Leve UWI: NBU 920-27F

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (ft)

7:42 - 9:00 1.30 COMP 36 B P STG 8 ) PU 4 1/2" HALLIBURTON CBP & 3 1/8" EXP
GNS, 23 GRM, .36 HOLES, 90 DEG PHASING,
RIH SET CBP @7,126' & PERF 7,092'-96 4SPF,
6,904'-10' 4SPF, 40 HOLES.
WHP 870 PSI, BRK3,0066PSI @5.5 BPM, ISIP
2,672 PSI, FG .81.

PUMP 100 BBLS @50 BPM @5,950 PSI= 63%
HOLES OPEN.
MP 5,960 PSI, MR 50.4 BPM, AP 4,520 PSI, AR 49.7
BPM, ISIP 2,807 PSI, FG .83, NPI 135 PSI.
PMP 850 BBLS OF SW & 31,621 LBS OF 30/50 SND
& 5,000 LBS OF 20/40 RESIN SND. TOTAL PROP
PUMPED 36,621.

9:00 - 10:20 1.33 COMP 36 B P STG 9) PU 4 1/2" HALLIBURTON CBP &3 1/8" EXP
GNS, 23 GRM, .36 HOLES, 90 DEG PHASING,
RIH SET CBP @6,742' &PERF 6,436'-42 4SPF,
6,370'-74' 4SPF, 40 HOLES.
WHP 482 PSI, BRK 2,631 PSI @5.7 BPM, ISIP 2,214
PSI, FG .78.

PUMP 100 BBLS @44 BPM @5,200 PSI= 50%
HOLES OPEN.
MP 5,950 PSI, MR 45.2 BPM, AP 4,240 PSI, AR 44.6
BPM, ISlP 2,614 PSI, FG .84, NPI 400 PSI.
PMP 1,087 BBLSOF SW &44,212 LBS OF 30/50
SND & 5,000 LBS OF 20/40 RESlN SND. TOTAL
PROP PUMPED 49,212.

10:20 - 11:30 1.17 COMP 34 I P KILLPLG ) PU 4 1/2" HALLIBURTON 8K CBP & RIH.
SET CBP @6,320'. POOH W/ WIRE LINE.
RDMO CUTTERS & FRAC TECH.

10:29 - 15:00 4.52 COMP 31 I P ND FRAC VALVES NU BOP. PU 3 7/8" MILL&
POBS &RIH WI196 JTS OF 2 3/8" L-80 TBG EOT
@6,213'.
RU POWER SWlVEL. PREPPED TO DRL OUT
CBP'S IN AM.

3/5/2010 6:30 - 7:00 0.50 COMP 48 P HSM. DRILLING CBP'S
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Operation Summary Report
Well: NBU 920-27F Spud Conductor: 1/28/2009 Spud Date: 2/2/2009

Project: UTAH-UINTAH Site: NBU 920-27F Rig Name No: GWS 1/1

Event: COMPLETION Start Date: 2/26/2010 End Date:
Active Datum: RKB @4,820.00ft(above Mean Sea Leve UWI: NBU 920-27F

Date Time Duration Phase Code Sub | P/U MD From Operation
Start-End (hr) Code | (ft)

7:00 - 17:00 10.00 COMP 44 C P WHP 0 PSI. PUMP TMAC WATER & BRK
CIRCULATION. RIH
CIO 25' OF SAND & TAG PLG 1 @6,320' DRL PLG
IN 15 MIN. 900 PSI INCREASE. RlH
C/O 30' OF SAND &TAG PLG 2 @6,472' DRL PLG
IN 10 MIN. 1,200 PSI INCREASE. RIH
C/O 30' OF SAND & TAG PLG 3 @7,126' DRL PLG
IN 30 MIN. 500 PSI INCREASE. RIH
C/O 30' OF SAND &TAG PLG 4 @8,080' DRL PLG
lN 7 MIN. 1,800 PSI INCREASE. RIH
CIO 30' OF SAND &TAG PLG 5 @ 8,834' DRL PLG
IN 10 MIN. 700 PSI INCREASE. RIH
CIO 30' OF SAND & TAG PLG 6 @9,162' DRL PLG
IN 8 MIN.700 PSI INCREASE. RIH
CIO 30' OF SAND &TAG PLG 7 @9,448' DRL PLG
IN 4 MIN. 500 PSI INCREASE. RIH
C/O 30' OF SAND & TAG PLG 8 @9,784' DRL PLG
IN 11 MIN. 500 PSI INCREASE. RIH
CIO 30' OF SAND & TAG PLG 9 @ 10,022' DRL PLG
IN 15 MIN. 1,500 PSI INCREASE. RlH
C/O TO 10,317' PBTD. CIRCULATE WELL CLEAN.
POOH LD 17 JTS OF 2 3/8" L-80 TBG.
LANDTBG W I 308 JTS OF 2 3/8" 4.7# L-80 TBG.
EOT @ 9,779.03'.
ND BOP NU WELL HEAD. DROP BALLTO SHEAR
OFF BIT. PUMP OFF BIT @2,100 PSI.
TURN WELL OVER TO FLOW TESTERS.

339 JTS OUT BOUND OF 2 3/8" L-80
308 JTS LANDED
31 JTS RETURNED

3/6/2010 7:00 - 33 A 7 AM FLBK REPORT: CP 2100#, TP 1925#, 20/64"
CK, 77 BWPH, MEDIUM SAND, - GAS
TTL BBLS RECOVERED: 4820
BBLS LEFT TO RECOVER: 5265

3/7/2010 7:00 - PROD 33 7 AM FLBK REPORT: CP 2700#, TP 1925#, 20/64"
CK, 60 BWPH, medium SAND, - GAS
TTL BBLS RECOVERED: 6413
BBLS LEFT TO RECOVER: 3672

10:30 - PROD 50 WELL TURNED TO SALES @1030 @3/7/2010 -

700 MCFD, 1200 MCFD, CP 3200#, FTP 1850#, CK
20/64"

3/8/2010 7:00 - 33 A 7 AM FLBK REPORT: CP 3000#, TP 1850#, 20/64"
CK, 40 BWPH, MEDIUM SAND, - GAS
TTL BBLS RECOVERED: 7503
BBLS LEFT TO RECOVER: 2582

3/9/2010 7:00 - 33 A 7 AM FLBK REPORT: CP 2800#, TP 1700#, 20/64"
CK, 30 BWPH, LIGHT SAND, - GAS
TTL BBLS RECOVERED: 8303
BBLS LEFT TO RECOVER: 1782

3/31/2010 12:38:33PM



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0582 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 920-27F 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047379010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1888 FNL 2014 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 27 Township: 09.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

7/12/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: Wellhead Repair

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The operator requests approval to conduct wellhead/casing repair operations
on the subject well location. Please find the attached procedure for the

proposed repair work on the subject well location.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Gina Becker 720 929-6086

TITLE
 Regulatory Analyst II

SIGNATURE
 N/A

DATE
 7/12/2011

07/20/2011

Jul. 12, 2011

Sundry Number: 16616 API Well Number: 43047379010000Federal Approval of this
Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEASOE DESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS QFEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 920-27F

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047379010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515 E×t NATURAL BUTTES

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: UINTAH

1888 FNL 2014 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 27 Township: 09.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/12/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Wellhead Repair

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The operator requests approval to conduct wellhead/casing repair operations
on the subject well location. Please find the attached procedure for the

proposed repair work on the subject well location. Accepted by the
Utah Division of

Oil, Gas and Mining

Date: 07/20/2 1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Gina Becker 720 929-6086 Regulatory Analyst H

SIGNATURE DATE
N/A



 
WORKORDER #:  88119388 
 
 
Name:       NBU 920-27F      7/11/2011 
Surface Location: SENW Sec. 27, T9S, R20E  

Uintah County, UT 
 
API:   4304737901  LEASE#: UTU-0582 
 
ELEVATIONS:  4815’ GL  4828’ KB 
 
TOTAL DEPTH:  10,490’   PBTD:   10,430’ 
 
SURFACE CASING:  9 5/8”, 36# J-55 @ 2814’ 
 
PRODUCTION CASING:  4 1/2”, 11.6#, I-80 @ 10,476’ 
    TOC @ 176’ per CBL (with min 50’ isolation) 
 
PERFORATIONS:  Wasatch  6370’ – 8050’ 
    Mesaverde  8604’ – 10,194’ 
 

Gal./ft. Bbl./ft.
2.375” 4.7# J-55 tbg. 1.901 8100 7700 0.1624 0.00387
4.5” 11.6# I-80 3.875 6350 7780 0.6528 0.0155
9.625” 36# J-55 8.921 2020 3520 3.247 0.0773

0.4227 0.0565

Tubular/Borehole Drift 
inches

Collapse psi Burst psi Capacities
Cuft/ft.

0.02171
0.0872
0.434

Annular Capacities
2.375” tbg. X 4 ½” 11.6# csg 0.01  
  
 
GEOLOGICAL TOPS: 
  1669’   Green River 
 2394’   Mahogany 
 5022’   Wasatch 
 8326’   Mesaverde  
  
 

 
 
 
 
 
 
 

Jul. 12, 2011

Sundry Number: 16616 API Well Number: 43047379010000

WORKORDER #: 88119388

Name: NBU 920-27F 7/11/2011
Surface Location: SENW Sec. 27, T9S, R20E

Uintah County, UT

API: 4304737901 LEASE#: UTU-0582

ELEVATIONS: 4815' GL 4828' KB

TOTALDEPTH: 10,490' PBTD: 10,430'

SURFACE CASING: 9 5/8", 36# J-55 @ 2814'

PRODUCTIONCASING: 4 1/2", 11.6#, I-80 @ 10,476'
TOC @ 176' per CBL (with min 50' isolation)

PERFORATIONS: Wasatch 6370' - 8050'
Mesaverde 8604' - 10,194'

Tubular/Borehole Drift Collapse psi Burst psi Capacities
inches Gal.Ift. Cuftlft. Bbl.Ift.

2.375" 4.7# J-55 tbq. 1.901 8100 7700 0.1624 0.02171 0.00387
4.5" 11.6# I-80 3.875 6350 7780 0.6528 0.0872 0.0155
9.625" 36# J-55 8.921 2020 3520 3.247 0.434 0.0773
Annular Capacities
2.375" tbq. X 4 ½" 11.6# csq 0.4227 0.0565 0.01

GEOLOGICALTOPS:
1669' Green River
2394' Mahogany
5022' Wasatch
8326'



NBU 920-27F– WELLHEAD REPAIR PROCEDURE  
 
 
PREP-WORK PRIOR TO MIRU: 
 

1. Dig out down to the 2” surface casing valve or to the valve on the riser off the surface 
casing. 

 
2. Install a tee with 2 valves, with  a pressure gauge and sensor on one valve. 
 
3. Open casing valve and record pressures.  
 
4. Install nipple and steel hose on the other valve, the relief valve,. Do not use hammer 

unions. No impact equipment or tools to be used for any of this installation.  Extend 
hose and hard piping to a downwind location at least 100’ from the wellhead.  Consider 
installing a manifold so that vent area could be in two locations approx. 90 degrees 
apart from the wellhead.   

 
5. Open the relief valve and blow well down to the atmosphere. 
 
6. Make a determination of amount of gas flow, either by installation of a choke nipple, 

bucket test or other. 
 
7. Shut well in.  Observe for rate of build-up by utilizing sensor data.  Do not build-up for 

more than 24 hours.  Vent gas through the vent line and leave open to the atmosphere. 
 
WORKOVER PROCEDURE: 
 

1. MIRU workover rig. 
 
2. Kill well with 10# brine / KCL (dictated by well pressure ). 
 
3. Remove tree, install double BOP with blind and 2 3/8” pipe rams, with accumulator 

closing unit and manual back-ups. Function test BOP system. 
 
4. POOH w/ tubing laying down extra tubing. 
 
5. Rig up wireline service. RIH and set CBP @ ~6320’.  Dump bail 4 sx cement on top of 

plug.  POOH and RD wireline service.  TIH w/ tubing and seating nipple.  Land tubing 
±60’ above cement.  RDMO. 

 
6. Monitor well pressures.  If surface casing is dead.  MIRU.  ND WH and NU BOP.  POOH 

w/ tubing. 
 
7. Depending on conditions at wellsite, continue with either CUT/PATCH Procedure or 

BACK-OFF Procedure.    
 
 
 
 
 
 
 

Jul. 12, 2011

Sundry Number: 16616 API Well Number: 43047379010000

NBU920-27F- WELLHEADREPAIR PROCEDURE

PREP-WORK PRIOR TOMIRU:

1. Dig out down to the 2" surface casing valve or to the valve on the riser off the surface
casing.

2. Install a tee with 2 valves, with a pressure gauge and sensor on one valve.

3. Open casing valve and record pressures.

4. Install nipple and steel hose on the other valve, the relief valve,. Do not use hammer
unions. No impact equipment or tools to be used for any of this installation. Extend
hose and hard piping to a downwind location at least 100' from the wellhead. Consider
installing a manifold so that vent area could be in two locations approx. 90 degrees
apart from the wellhead.

5. Open the relief valve and blow well down to the atmosphere.

6. Make a determination of amount of gas flow, either by installation of a choke nipple,
bucket test or other.

7. Shut well in. Observe for rate of build-up by utilizingsensor data. Do not build-up for
more than 24 hours. Vent gas through the vent line and leave open to the atmosphere.

WORKOVERPROCEDURE:

1. MIRUworkover rig.

2. Killwell with 10# brine / KCL (dictated by well pressure ).

3. Remove tree, install double BOP with blind and 2 3/8" pipe rams, with accumulator
closing unit and manual back-ups. Function test BOP system.

4. POOH w/ tubing laying down extra tubing.

5. Rig up wireline service. RIH and set CBP @ ~6320'. Dump bail 4 sx cement on top of
plug. POOH and RD wireline service. TlH w/ tubing and seating nipple. Land tubing
±60' above cement. RDMO.

6. Monitor well pressures. Ifsurface casing is dead. MIRU. ND WH and NU BOP. POOH
w/ tubing.

7. Depending on conditions at wellsite, continue with either CUT/PATCH Procedure or
BACK-OFF



CUT/PATCH PROCEDURE: 
 

1. PU internal casing cutters and RIH.  Cut casing at +/- 30’ from surface.  
 
2. POOH, LD cutters and casing. 
 
3. PU 7 3/8” overshot with 4 ½” right hand standard wicker grapple, 1 - 4 ¾” drill collar 

with 3 ½” IF threads, pup joint, manual bumper sub, and crossovers.  If casing cut is 
deeper than ±30’ utilize >7000 ft-lb torque pipe as needed.  Pull a minimum of 
10,000# to keep grapple engaged if cement top is high (<~900’).  If cement top is low 
(>~900’), more weight will be required to put casing in neutral.  Torque casing string to 
±7000 ft-lbs, count number of turns to make-up, and document in the daily report.  
Ensure that tongs are safely anchored to rig and that all personnel are at a safe 
working distance from the tongs during torque-up and torque release.  After initial 
make-up, place pipe torque to neutral and mark pipe.  Place ±7000 ft-lbs on casing a 
second time, count turns, then return pipe torque to neutral and count turns.  Repeat if 
torque-up turns do not equal torque release turns.  Once torque-in equals torque-out, 
release overshot, POOH, and lay down. 

 
4. TIH w/ skirted mill and dress off the fish top for approximately ½ hour.  TOOH. 
   
5. PU & RIH w/ 4 ½” 10k external casing patch on 4 ½” P-110 casing.  Ensure that 

sliding sleeve assembly shifts ±3’ and casing tags no-go portion of patch.  NOTE:  Shear 
pins will shear at 3500 to 4500 lbs. 

 
6. Latch fish, PU to 100,000# tension.  RU B&C.  Cycle pressure test to 3500 psi.  
 
7. Install slips.  Land casing w/ 80,000# tension.   
 
8. Cut-off and dress 4 ½” casing stub.  
 
9. NUWH.  PU 3 7/8” bit, POBS and RIH.  D/O cement and plug ~6270’.  Clean out to 

PBTD (10,430).   
 
10. POOH, land tbg and pump off POBS. 
 
11. NUWH, RDMO.  Turn well over to production ops. 

 
 
 
BACK-OFF PROCEDURE: 

 
1. PU internal casing cutters and RIH.  Cut casing at +/- 6’ from surface.  
 
2. POOH, LD cutters and casing. 
 
3. PU 4 ½” overshot.  RIH, latch fish.  Pick string weight to neutral.   
 
4. MIRU casing crew and  wireline services.  RIH and shoot string shot at casing collar @  

± 46’.   
 
5. Back-off casing, POOH. 
 

Jul. 12, 2011

Sundry Number: 16616 API Well Number: 43047379010000

CUT/PATCH PROCEDURE:

1. PU internal casing cutters and RIH. Cut casing at +/- 30' from surface.

2. POOH, LD cutters and casing.

3. PU 7 3/8" overshot with 4 ½" right hand standard wicker grapple, 1- 4 ¾" drill collar
with 3 ½" IF threads, pup joint, manual bumper sub, and crossovers. If casing cut is
deeper than ±30' utilize >7000 ft-Ib torque pipe as needed. Pull a minimum of
10,000#to keep grapple engaged if cement top is high (<~900'). If cement top is low
(>~900'),more weight will be required to put casing in neutral. Torque casing string to
±7000 ft-Ibs, count number of turns to make-up, and document in the daily report.
Ensure that tongs are safely anchored to rig and that all personnel are at a safe
working distance from the tongs during torque-up and torque release. After initial
make-up, place pipe torque to neutral and mark pipe. Place ±7000 ft-Ibs on casing a
second time, count turns, then return pipe torque to neutral and count turns. Repeat if
torque-upturns do not equal torque release turns. Once torque-inequals torque-out,
release overshot, POOH, and lay down.

4. TlH w/ skirted milland dress off the fish top for approximately ½ hour. TOOH.

5. PU & RIH w/ 4 ½" 10k external casing patch on 4 ½" P-110 casing. Ensure that
sliding sleeve assembly shifts ±3' and casing tags no-go portion of patch. NOTE: Shear
pins will shear at 3500 to 4500 lbs.

6. Latch fish, PU to 100,000#tension. RU B&C. Cycle pressure test to 3500 psi.

7. Install slips. Land casing w/ 80,000#tension.

8. Cut-offand dress 4 ½" casing stub.

9. NUWH. PU 3 7/8" bit, POBSand RIH. D/O cement and plug ~6270'. Clean out to
PBTD (10,430).

10. POOH, land tbg and pump off POBS.

11. NUWH, RDMO.Turn well over to production ops.

BACK-OFFPROCEDURE:

1. PU internal casing cutters and RIH. Cut casing at +/- 6' from surface.

2. POOH, LD cutters and casing.

3. PU 4 ½" overshot. RIH, latch fish. Pick string weight to neutral.

4. MIRUcasing crew and wireline services. RIH and shoot string shot at casing collar @
± 46'.

5. Back-off casing,



6. PU new casing joint with buttress threads and entry guide and RIH.  Tag casing top.  
Thread into casing and torque up to ±7000 ft-lbs, count number of additional turns to 
make-up, and document in the daily report.  Ensure that tongs are safely anchored to 
rig and that all personnel are at a safe working distance from the tongs during torque-
up and torque release.  After initial make-up, place pipe torque to neutral and mark 
pipe.  Place ±7000 ft-lbs on casing a second time, count turns, then return pipe torque 
to neutral and count turns.  Repeat if torque-up turns do not equal torque release 
turns.  Once torque-in equals torque-out go to step 7. 

 
7. PU 100,000# tension string weight.  RU B&C.  Cycle pressure test to 3500 psi.  
 
8. Install slips.  Land casing w/ 80,000# tension.   
 
9. Cut-off and dress 4 ½” casing stub.  
 
10. NUWH.  PU 3 7/8” bit, POBS and RIH.  D/O cement and plug ~6270’.  Clean out to 

PBTD (10,430).   
 
11. POOH, land tbg and pump off POBS. 
 
12. NUWH, RDMO.  Turn well over to production ops. 

Jul. 12, 2011

Sundry Number: 16616 API Well Number: 43047379010000

6. PU new casing joint with buttress threads and entry guide and RIH. Tag casing top.
Thread into casing and torque up to ±7000 ft-Ibs, count number of additional turns to
make-up, and document in the daily report. Ensure that tongs are safely anchored to
rig and that all personnel are at a safe working distance from the tongs during torque-
up and torque release. After initial make-up, place pipe torque to neutral and mark
pipe. Place ±7000 ft-Ibs on casing a second time, count turns, then return pipe torque
to neutral and count turns. Repeat if torque-upturns do not equal torque release
turns. Once torque-inequals torque-outgo to step 7.

7. PU 100,000#tension string weight. RU B&C. Cycle pressure test to 3500 psi.

8. Install slips. Land casing w/ 80,000#tension.

9. Cut-offand dress 4 ½" casing stub.

10. NUWH. PU 3 7/8" bit, POBSand RIH. D/O cement and plug ~6270'. Clean out to
PBTD (10,430).

11. POOH, land tbg and pump off POBS.

12. NUWH, RDMO.Turn well over to production



COLLAPSE PRESSURE:

11,222 PSI @ 0 TENSILE

8,634 PSI @ 220K TENSILE

Tensile Strength @ Yield:

Tensile Strength w/ 0 Int. Press.= 472,791lbs.

Tensile Strength w/ 10K Int. Press.= 313,748lbs. DATA BY SLS 11/16/2009
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STRENGTH DATA FOR LOGAN 5.88" OD "L" TYPE CSG PATCH 
4-1/2 CASING, 10K PSI MAX WP 125K YIELD MAT'L

LOGAN ASSEMBLY NO. 510L-005 -000

COLLAPSE PRESSURE:

11,222 PSI @ 0 TENSILE

8,634 PSI @ 220K TENSILE

Tensile Strength @ Yield:

Tensile Strength w/ 0 Int. Press.= 472,791lbs.

Tensile Strength w/ 10K Int. Press.= 313,748lbs. DATA BY SLS 11/16/2009
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Jul. 12, 2011

Sundry Number: 16616 API Well Number: 43047379010000

STRENGTH DATA FOR LOGAN 5.88" OD "L" TYPE CSG PATCH
4-1/2 CASING, 10K PSI MAX WP 125K YIELD MAT'L

LOGAN ASSEMBLY NO. 510L-005 -000
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COLLAPSE PRESSURE:
11,222 PSI @ 0 TENSILE Tensile Strength @ Yield:
8,634 PSI @ 220K TENSILE Tensile Strength w/ 0 Int. Press.= 472,791|bs.

Tensile Strength w/ 10K Int. Press.= 313,748Ibs. DATA BY SLS
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Logan High Pressure Casing Patches 

Assembly Procedure 
 
All parts should be thoroughly greased before being assembled. 
 

1. Install all four Logan Type “L” Packers in the spaces provided in the Casing 
Patch Bowl. Refer to diagram provided for proper installation. 

 
2. Install Packer Protector from the Basket Grapple end of the Bowl. The 

beveled end of the Packer Protector goes in first. Carefully push the Packer 
Protector through the four Type “L” Packers. 

 
3. Align Shear Pin Holes in Packer Protector so that the holes have just passed 

into the counter bore at the Top Sub end, refer to diagram. The Packer 
Protector is provided with four Shear Pin Holes. Use only two holes, 180 
degrees apart and install the pins. 

 
4. Screw the Basket Grapple in from the lower end of the Bowl, using left-hand 

rotation. The Tang Slot in the Basket Grapple must land in line with the slot in 
the Bowl. 

 
5. Insert the Basket Grapple Control into the end of the Bowl. Align Tang on the 

Basket Grapple Control with the Tang Slot of the Bowl and Basket Grapple. 
This secures the Bowl and the Basket Grapple together.  

 
6. Install the Cutlipped Guide into the lower end of the Bowl. 
 
7. Install O-Rings on the two five-foot long Extensions. Screw the first 

Extension into the top end of the Bowl. Screw the second Extension into the 
top end of the first Extension.  

 
8. Install O-Ring on Top Sub. Screw Top Sub into top end of second Extension. 

 
 

Follow recommended Make-Up Torque as provided in chart. 
 

Jul. 12, 2011

Sundry Number: 16616 API Well Number: 43047379010000

Logan High Pressure Casing Patches
Assembly Procedure

All parts should be thoroughly greased before being assembled.

1. Install all four Logan Type "L" Packers in the spaces provided in the Casing
Patch Bowl. Refer to diagram provided for proper installation.

2. Install Packer Protector from the Basket Grapple end of the Bowl. The
beveled end of the Packer Protector goes in first. Carefully push the Packer
Protector through the four Type "L" Packers.

3. Align Shear Pin Holes in Packer Protector so that the holes have just passed
into the counter bore at the Top Sub end, refer to diagram. The Packer
Protector is provided with four Shear Pin Holes. Use only two holes, 180
degrees apart and install the pins.

4. Screw the Basket Grapple in from the lower end of the Bowl, using left-hand
rotation. The Tang Slot in the Basket Grapple must land in line with the slot in
the Bowl.

5. Insert the Basket Grapple Control into the end of the Bowl. Align Tang on the
Basket Grapple Control with the Tang Slot of the Bowl and Basket Grapple.
This secures the Bowl and the Basket Grapple together.

6. Install the Cutlipped Guide into the lower end of the Bowl.

7. Install O-Rings on the two five-foot long Extensions. Screw the first
Extension into the top end of the Bowl. Screw the second Extension into the
top end of the first Extension.

8. Install O-Ring on Top Sub. Screw Top Sub into top end of second Extension.

Follow recommended Make-Up Torque as provided in



Jul. 12, 2011

Sundry Number: 16616 API Well Number: 43047379010000

510L-005-001
4-1/2"

LO
C

A
N

H
P

C
A

SIN
G

PA
TC

H

PA
C

K
ER

PR
O

TEC
TO

R
FU

LLYSEA
TEDIN

TC
P

SU
B

31,75i

4.09
4.75

PA
C

K
ERPR

O
JEC

TO
R

N
R

U
N

N
IN

G
PO

SITIO
N

-4.49
23.43

36.24



RECEIVED: Jul. 17, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0582 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 920-27F 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047379010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1888 FNL 2014 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 27 Township: 09.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

10/27 /2011

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The operator has concluded the wellhead/casing repairs on the subject
well location. Please see the attached chronological history for details of

the operations. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Jaime Scharnowske 720 929-6304

TITLE
 Regulartory Analyst

SIGNATURE
 N/A

DATE
 7 /17 /2012

July 18, 2012

Sundry Number: 27826 API Well Number: 43047379010000Sundry Number: 27826 API Well Number: 43047379010000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-0582

SUNDRY NOTICES AND REPORTS ON WELLS 6 F INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. NATURALBUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 920-27F

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047379010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6 5NIATIERALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

1888 FNL 2014 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 27 Township: 09.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2011
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The operator has concluded the wellhead/casing repairs on the subject Accepted by the
well location. Please see the attached chronological history for details of Utah Division of

the operationS. Oil, Gas and Mining

FOR RECORD ONLY
July 18, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jaime Scharnowske 720 929-6304 Regulartory Analyst

SIGNATURE DATE
N/A 7/17/2012

RECEIVED: Jul. 17,



RECEIVED: Jul. 17, 2012

US ROCKIES REGION

Operation Summary Report

Well: NBU 920-27F Spud Conductor: 1/28/2009 Spud Date: 2/2/2009

Project: UTAH-UINTAH Site: NBU 920-27F Rig Name No: MONUMENT/698

Event: WELL WORK EXPENSE End Date: 10/25/2011Start Date: 10/21/2011

Active Datum: RKB @4,820.00usft (above Mean Sea 

Level)

UWI: NBU 920-27F

     Time     

Start-End

MD From

(usft)

Code Sub 

Code

P/U OperationPhaseDuration

(hr)

Date

10/19/2011 PROD 35 WO2277      Tb   986  Cs   1000   FL  GC       Could 

not get Plunger up w/Well. High Line PSI. Ran w/Up 

Shear Fish Tool to SN at 9864, latched, pulled Clean 

out Plunger, pulled out. Ran back to SN w/Up Shear 

Fish Tool, latched, pulled Titanium Spring w/Single 

X-cups and Roll Pin, pulled out. Left Plunger and 

Spring in Sep Bldg, for Rig Job. Left Well in Abort as 

Found. Rigged Down.

3.0010:00 7:00 -

10/21/2011 ALL 48 P HSM, REVIEW TOH TBG & SET CIBP.0.50 7:30 7:00 -

MIRU 30 A P SPOT RIG, MIRU.1.50 9:00 7:30 -

ALL 30 F P FCP. 100 PSI. FTP. 100 PSI. BLEW TBG DWN, 

CONTROL TBG W/ 10 BBLS, ND WH, NU BOP'S, RU 

FLOOR & TBG EQUIPMENT, UNLAND TBG.

0.75 9:45 9:00 -

ALL 31 I P POOH 308 JTS. 2-3/8 L-80 TBG.3.0012:45 9:45 -

ALL 34 I P RU J-W WIRELINE COMPANY, RIH & SET 4-1/2 

BAKER 10K CIBP @ 6320', POOH TOOLS, RD J-W 

WIRELINE COMPANY, FILL CSG W/ T-MAC, P.T. CIBP 

TO 3000 PSI. HELD, SWI, SDFWE.

2.2515:0012:45 -

10/24/2011 ALL 48 P HSM, REVIEW BACK-OFF PROCEDURE0.50 7:30 7:00 -

ALL 47 A P RD FLOOR & TBG EQUIPMENT, ND BOP'S, ND CSG 

BOWL, RU FLOOR, NU PWR SWVL,

0.50 8:00 7:30 -

ALL 31 B P PU INTERNAL CSG CUTTER & RIH, CUT CSG 3' F/ 

SURFACE, LD CUTTER, REMOVE LOCK DWN CAP & 

MANDRAL, POOH, ND PWR SWVL, PU 4-1/2 

OVERSHOT, RIH LATCH FISH, MIRU CSG CREW & 

WIRELINE SERVICES, RIH & STRING SHOT CSG 

COLLAR, BACK-OFF CSG, POOH, PU NEW CSG PUP 

JNT, RIH, TAG CSG TOP, TORQUE CSG TO 7000# 

W/ 17 ROUNDS, RD CSG CREW & WIRELINE 

SERVICES, PU CSG TO 100,000# TENSION.

1.00 9:00 8:00 -

ALL 33 C P RU B&C QUICK TEST, P.T. 4-1/2 CSG TO 1000 PSI. 

FOR 15 MINS, LOST 90 PSI. IN 15 MINS, RETEST TO 

1000 PSI. LOST 5 PSI. IN 15 MINS, P.T. 4-1/2 CSG TO 

3500 PSI. FOR 30 MINS. LOST 28 PSI. IN 30 MINS, RD 

B&C QUICK TEST.

1.0010:00 9:00 -

ALL 47 C P  RU WEATHERFORD TECHNICIAN, SET C-21 SLIPS, 

LAND CSG W/ 80,000# TENSION, CUT-OFF & DRESS 

4-1/2 CSG STUB, INSTALL FLANGE, CROSSOVER 

SPOOL, ON NEW WH, TORQUE ALL 1-7/8 BOLTS. 

RD WEATHERFORD TECHNICIAN.

2.0012:0010:00 -

ALL 31 I P RU FLOOR & TBG EQUIPMENT, NU CSG BOWL, NU 

BOP'S, PU 3-7/8 MILL W/ 1.875 XN POBS & RIH W/ 

200 JTS. 2-3/8 L-80 TBG, TAG CIBP @ 6320'

1.1713:1012:00 -

ALL 44 C P RU PWR SWVL, RU TECH FOAM, EST CIRC 20 MINS, 

D/O CIBP IN 20 MINS, LOST CIRC & ON VAC, TRYING 

EST CIRC, EST CIRC IN 20 MINS, KILL TBG, LD PWR 

SWVL.

2.0815:1513:10 -

ALL 31 I P RIH TBG F/ DERRICK, PU 19 JTS. F/ TRAILER, TAG 

FILL @ 10,353', CIRC WELL CLEAN, KILL TBG, DROP 

BALL, PUMP BIT-OFF W/ 2000 PSI. KILL TBG, POOH 

LD 19 JTS. ON TRAILER, LAND TBG, SWI, SDFN.

2.7518:0015:15 -

1/24/2012 12:41:14PM 1

Sundry Number: 27826 API Well Number: 43047379010000Sundry Number: 27826 API Well Number: 43047379010000

US ROCKIES REGION

Operation Summary Report

Well: NBU 920-27F Spud Conductor: 1/28/2009 Spud Date: 2/2/2009

Project: UTAH-UINTAH Site: NBU 920-27F Rig Name No: MONUMENT/698

Event: WELL WORK EXPENSE Start Date: 10/21/2011 End Date: 10/25/2011

Active Datum: RKB @4,820.00usft(above Mean Sea UWl: NBU 920-27F

Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (usft)

10/19/2011 7:00 - 10:00 3.00 PROD 35 WO2277 Tb 986 Cs 1000 FL GC Could
not get Plunger up w/Well. High Line PSI. Ran w/Up
Shear Fish Tool to SN at 9864, latched, pulled Clean
out Plunger, pulled out. Ran back to SN w/Up Shear
Fish Tool, latched, pulled Titanium Spring w/Single
X-cups and Roll Pin, pulled out. Left Plunger and
Spring in Sep Bldg, for Rig Job. Left Well in Abort as
Found. Rigged Down.

10/21/2011 7:00 - 7:30 0.50 ALL 48 P HSM, REVIEW TOH TBG & SET CIBP.
7:30 - 9:00 1.50 MIRU 30 A P SPOT RIG, MIRU.
9:00 - 9:45 0.75 ALL 30 F P FCP. 100 PSI. FTP. 100 PSI. BLEW TBG DWN,

CONTROL TBG W/ 10 BBLS, ND WH, NU BOP'S, RU
FLOOR & TBG EQUIPMENT, UNLAND TBG.

9:45 - 12:45 3.00 ALL 31 I P POOH 308 JTS. 2-3/8 L-80 TBG.
12:45 - 15:00 2.25 ALL 34 I P RU J-W WIRELINE COMPANY, RIH & SET 4-1/2

BAKER 10K CIBP @6320', POOH TOOLS, RD J-W

WIRELINE COMPANY, FILL CSG W/ T-MAC, P.T. CIBP
TO 3000 PSI. HELD, SWI, SDFWE.

10/24/2011 7:00 - 7:30 0.50 ALL 48 P HSM, REVIEW BACK-OFF PROCEDURE
7:30 - 8:00 0.50 ALL 47 A P RD FLOOR & TBG EQUIPMENT, ND BOP'S, ND CSG

BOWL, RU FLOOR, NU PWR SWVL,
8:00 - 9:00 1.00 ALL 31 B P PU INTERNAL CSG CUTTER & RIH, CUT CSG 3' F/

SURFACE, LD CUTTER, REMOVE LOCK DWN CAP &
MANDRAL, POOH, ND PWR SWVL, PU 4-1/2

OVERSHOT, RIH LATCH FISH, MIRU CSG CREW &
WIRELINE SERVICES, RIH & STRING SHOT CSG
COLLAR, BACK-OFF CSG, POOH, PU NEW CSG PUP
JNT, RIH, TAG CSG TOP, TORQUE CSG TO 7000#
W/ 17 ROUNDS, RD CSG CREW & WIRELINE
SERVICES, PU CSG TO 100,000# TENSION.

9:00 - 10:00 1.00 ALL 33 C P RU B&C QUICK TEST, P.T. 4-1/2 CSG TO 1000 PSI.
FOR 15 MINS, LOST 90 PSI. IN 15 MINS, RETEST TO
1000 PSI. LOST 5 PSI. IN 15 MINS, P.T. 4-1/2 CSG TO
3500 PSI. FOR 30 MINS. LOST 28 PSI. IN 30 MINS, RD
B&C QUICK TEST.

10:00 - 12:00 2.00 ALL 47 C P RU WEATHERFORD TECHNICIAN, SET C-21 SLIPS,
LAND CSG W/ 80,000# TENSION, CUT-OFF & DRESS
4-1/2 CSG STUB, INSTALL FLANGE, CROSSOVER
SPOOL, ON NEW WH, TORQUE ALL 1-7/8 BOLTS.
RD WEATHERFORD TECHNICIAN.

12:00 - 13:10 1.17 ALL 31 I P RU FLOOR & TBG EQUIPMENT, NU CSG BOWL, NU
BOP'S, PU 3-7/8 MILLW/ 1.875 XN POBS & RIH W/
200 JTS. 2-3/8 L-80 TBG, TAG CIBP @6320'

13:10 - 15:15 2.08 ALL 44 C P RU PWR SWVL, RU TECH FOAM, EST CIRC 20 MINS,
D/O CIBP IN 20 MINS, LOST CIRC & ON VAC, TRYlNG
EST CIRC, EST CIRC IN 20 MINS, KILLTBG, LD PWR
SWVL.

15:15 - 18:00 2.75 ALL 31 I P RIH TBG Fl DERRICK, PU 19 JTS. Fl TRAILER, TAG
FILL @ 10,353', CIRC WELL CLEAN, KILLTBG, DROP
BALL, PUMP BIT-OFF W/2000 PSI. KILLTBG, POOH
LD 19 JTS. ON TRAILER, LAND TBG, SWI, SDFN.

1/24/2012 12:41:14PM 1

RECEIVED: Jul. 17,



RECEIVED: Jul. 17, 2012

US ROCKIES REGION

Operation Summary Report

Well: NBU 920-27F Spud Conductor: 1/28/2009 Spud Date: 2/2/2009

Project: UTAH-UINTAH Site: NBU 920-27F Rig Name No: MONUMENT/698

Event: WELL WORK EXPENSE End Date: 10/25/2011Start Date: 10/21/2011

Active Datum: RKB @4,820.00usft (above Mean Sea 

Level)

UWI: NBU 920-27F

     Time     

Start-End

MD From

(usft)

Code Sub 

Code

P/U OperationPhaseDuration

(hr)

Date

10/25/2011 ALL 48 P HSM, REVIEW BROACHING TBG.0.50 7:30 7:00 -

ALL 31 I P LAND TBG HANGER, BLEW TBG DWN, CONTROL 

TBG W/ BBLS, RU SWAB EQUIPMENT, RIH 1.9 & 

BROACH TBG TO XN, POOH, RD SWAB EQUIPMENT, 

RD FLOOR & TBG EQUIPMENT, ND BOP'S, NU WH, 

RDMO. MOVE TO NBU 920-22O.

                                 TBG DETAIL

KB------------------------------------------------------13'

HANGER---------------------------------------------.83"

308 JTS. L-80 TBG---------------------------9763.00'

1.875 XN POBS------------------------------------2.20'

EOT @------------------------------------------9779.03'

WLTR. 100 BBLS.

TOP PERF @ 6370'

BTM PERF @ 10,194'

PBTD @ 10,430'

API # 4304737901

3.5011:00 7:30 -

10/27/2011 PROD 35      Tb  62   Cs   1215   FL  3548   Ran w/Spear to TD 

at 10352, pulled out.  Ran w/1.910 Broach to Fluid 

Level at 3548, on to SN at 9792, pulled out. Dropped 

Good Used Titanium Spring w/Single X-cups and Roll 

pin, chased w/1.910 Broach to SN, set spring, pulled 

out. Returned well to Production. Rigged Down.

3.0010:00 7:00 -

1/24/2012 12:41:14PM 2

Sundry Number: 27826 API Well Number: 43047379010000

US ROCKIES REGION

Operation Summary Report

Well: NBU 920-27F Spud Conductor: 1/28/2009 Spud Date: 2/2/2009

Project: UTAH-UINTAH Site: NBU 920-27F Rig Name No: MONUMENT/698

Event: WELL WORK EXPENSE Start Date: 10/21/2011 End Date: 10/25/2011

Active Datum: RKB @4,820.00usft(above Mean Sea UWl: NBU 920-27F

Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (usft)

10/25/2011 7:00 - 7:30 0.50 ALL 48 P HSM, REVIEW BROACHING TBG.
7:30 - 11:00 3.50 ALL 31 I P LAND TBG HANGER, BLEW TBG DWN, CONTROL

TBG W/ BBLS, RU SWAB EQUIPMENT, RIH 1.9 &
BROACH TBG TO XN, POOH, RD SWAB EQUIPMENT,
RD FLOOR & TBG EQUIPMENT, ND BOP'S, NU WH,
RDMO. MOVE TO NBU 920-220.

TBG DETAIL

KB------------------------------------------------------1 3'
HANGER-----------------.83"

308 JTS. L-80 TBG---------------------------9763.00'

1.875 XN POBS------------------------------------2.20'

EOT @------------------------------------------9779.03'
WLTR. 100 BBLS.
TOP PERF @6370'
BTM PERF @ 10,194'
PBTD @ 10,430'
API #4304737901

10/27/2011 7:00 - 10:00 3.00 PROD 35 Tb 62 Cs 1215 FL 3548 Ran w/Spear to TD
at 10352, pulled out. Ran w/1.910 Broach to Fluid
Level at 3548, on to SN at 9792, pulled out. Dropped
Good Used Titanium Spring w/Single X-cups and Roll
pin, chased w/1.910 Broach to SN, set spring, pulled
out. Returned well to Production. Rigged Down.

1/24/2012 12:41:14PM 2

RECEIVED: Jul. 17,
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